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Date:  15 October 2019 
 
 

 
Dear Christopher, 
 
PROPOSAL: ERECTION OF SINGLE STOREY TEMPORARY OFFICE 

ACCOMMODATION INCLUDING ASSOCIATED WELFARE 
FACILITIES AND INFRASTRUCTURE    

 
LOCATION: CUMMINS TURBO TECHNOLOGY, ST ANDREW'S ROAD, 

HUDDERSFIELD, HD1 6RA   
 
Thank you for contacting the Environment Agency regarding the proposed erection of a 
single-storey temporary office accommodation at Cummins Turbo Technology on St 
Andrews Road in Huddersfield 
 
Environment Agency position 
 
In the absence of an acceptable Flood Risk Assessment (FRA) we object to this 
application and recommend that planning permission is refused. 
 
Reason(s) 
 
The Flood Risk Assessment (FRA) by Peter Brett Associates/Stantec dated September 
219 does not comply with the requirements for site-specific flood risk assessments, as 
set out in paragraphs 30 to 32 of the Flood Risk and Coastal Change section of the 
planning practice guidance. The FRA does not therefore adequately assess the 
development’s flood risks. In particular, the FRA fails to: 
 

1. Provide appropriate site specific flood risk mitigation, given the risks identified. 
2. Assess whether compensatory storage is required 
3. Determine if the development will transfer flood risk to others 
4. Indicate the distance of the Development from the river 
5. Consider the requirement for flood emergency planning including flood warning 

and evacuation 
  
Overcoming our objection 
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Finished Floor Levels 
 
The finished floor levels should be above the 1% probability or 1 in 100 year modelled 
flood level plus in additional the allowance for climate change and a further 300mm. 
  
Section 3.5.3 indicates the building is at risk of flood depths up to 1.27 m, it is not clear 
how this has been calculated, the FRA needs to indicate how this relates to the ground 
levels, FFL, modelled levels provided by us and any further modelling work carried out 
by the applicant. The FRA needs to indicate how the flood risk to the building will be 
mitigated 
 
We prefer to see raising of finished floor levels to provide the flood protection to the 
required height rather than the use of demountable defences as they require human 
intervention to install. 
  
Flood Walls 
 
It is not clear from the FRA which walls have been built previously, in which locations, 
what height they were built to and whether this was under permitted development, the 
FRA needs to clarify this. It may be useful to provide a map to show this information. 
 
The FRA needs to indicate if any further walls are proposed as part of this application 
and if so the location and height of these and whether these are being classed as 
permitted development? 
  
Transfer of flood risk to others  
  
It is not clear whether the site levels are being re profiled to raise finished floor levels, 
this needs to be clarified. The FRA needs to demonstrate that if any changes are made 
to existing and proposed flood routes through the site such as through re profiling the 
site the construction of flood walls or location of the temporary building, you must 
ensure this does not not increase the flood risk within the site, alter existing flow routes 
or transfer flood risk to others or be allowed to spill into nearby watercourses. 
  
You may be required to carry out modelling work to demonstrate there is no increased 
transfer of flood risk through development of the site. 
  
Compensatory storage is required for any development within flood zone 3. The site is 
within flood zone 3 therefore you will need to assess this requirement. It is not clear 
whether the modular buildings allow the free flow of water beneath them without any 
obstruction to flow or opportunity for debris to collect to the 1 in 100 or 1% probability 
modelled flood level plus climate change plus 300mm? 
  
Stilts or voids can only be considered appropriate where a replacement building is of a 
similar footprint within flood zone 3 or where space for a conventional scheme is limited 
due to land ownership. This approach will potentially provide a flood risk benefit, 
although it will need to be demonstrated why a conventional scheme for flood 
compensation is not possible to be implemented. A plan would need to be in place 
between the applicant and the local planning authority to ensure that the voids are 
managed and maintained for the lifetime of the development. 
  
  
Flood Risk Activity Environmental Permit 
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It is not clear how far the modular buildings or any proposed walls are from the River 
Colne, the FRA needs to indicate the distance from the modular buildings to the top of 
the high ground adjacent to the Main River Colne in meters. 
  
The Environmental Permitting (England and Wales) Regulations 2016 require a permit 
to be obtained for any activities which will take place on, over, under or within 8 metres 
of a main river channel or culvert quarrying or excavation within 16 metres of any main 
river, flood defence or culvert. 
  
This was formerly called a Flood Defence Consent. Some activities are also now 
excluded or exempt. A permit is separate to and in addition to any planning permission 
granted. Further details and guidance are available on the GOV.UK website: 
https://www.gov.uk/guidance/flood-risk-activities-environmental-permits 
  
  
Safe Access /Egress 
 
The modular buildings are single storey without an upper flood place of safety and 
within flood zone 3. The FRA needs to demonstrate that the occupants can remain safe 
for the development lifetime incorporating allowances for climate change for all sources 
of flood risk with sufficient flood risk mitigation up to the design flood level and specified 
arrangements for safe access and egress. 
 
The FRA needs to include access/egress proposals and demonstrate 'dry' or 'wet' safe 
access/egress. You need to consider the likely duration, depth, velocities and UK flood 
hazard rating (FD2320) of floodwater and the LPA should consult the emergency 
planners/emergency services about whether ‘safe’ access/ egress can be achieved 
through the FWEP 
 
We consider this is an Emergency Planning issue the Flood Risk and Emergency 
Planning Teams at Kirklees Council need to be satisfied that the development and 
particularly the ground floor uses are appropriate given the flood risk and that the there 
is an appropriate place of safety for the ground floor accessible for all users of the 
buildings and with safe access/egress to/from the site during a flood and that you can 
accept the risk if, for whatever reason, they are not able to do this. 
 
We advise that an Evacuation Plan is produced for the site in consultation with the 
Flood Risk and Emergency Planners at Kirklees Council 
 
If you have any questions please contact me 
 
 
 
Yours sincerely 
 
 
 
 
Mr Tim Crawshaw 
Sustainable Places - Planning Advisor 
 
Direct dial 020 847 48679 
Direct fax  
Direct e-mail Tim.Crawshaw@environment-agency.gov.uk 

https://www.gov.uk/guidance/flood-risk-activities-environmental-permits#check-if-what-you-are-doing-is-an-excluded-activity
https://www.gov.uk/guidance/flood-risk-activities-environmental-permits#check-if-there-is-an-exemption-for-your-flood-risk-activity
https://www.gov.uk/guidance/flood-risk-activities-environmental-permits
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