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EXISTING ELECTRIC POLE
AND OVERHEAD CABLES IN
ADJACENT LAND - 11 KVA
TRANSFORMER BOX
SITUATED ON POLE

STAY WIRE CONNECTED TO
ROD AND ANCHOR PLATE IN
GROUND APPROX 6 FEET
DEEP

IMPORTANT NOTE:
NO PERSONS OR MACHINERY
TO WORK WITHIN 4.3 METERS
OF 11KV APPARATUS AND
OVER HEAD LINE

HERRAS FENCING

Spaces for
28no bins

Red dashed line denotes
front of Georoc retaining wall

Red dashed line
denotes front of
Georoc retaining wall

Extent of stone faced
retaining wall supported off
Geogrid

600mm high stone wall
with shrubbery behind
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SW1

stone  to tie into existing 

100 x 25 boarding at 125mm ctrs
fixed to 100 x 50 horizontal rails
bolted to 100 x 100 posts.
posts set at 1800mm ctrs set in
concrete foundations

100 x 50 horizontal rails

F1 18
00

100x25 boards

SectionElevation

10
0

1800 1800

100 x 25 boarding at 150mm ctrs
fixed to 100 x 50 horizontal rails
bolted to 100 x 100 posts.
posts set at 1800mm ctrs set in
concrete foundations

100 x 50 horizontal rails
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SectionElevation
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1800 1800

2x125x15mm vertical timber over
horizontal fence rail.
Mass per unit area > 10kg/m2.
Fence to have no gaps or holes and
should be fully sealed at the ground
via gravel boards.
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random coursed natural 
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SW2

stone  to match existing 

2x125x15mm vertical timber over
horizontal fence rail - horizontal
fence rail side to be facing into
garden of plot 3

14
00

1800

PLOT 3
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SHARED ACCESS
PATH SIDE
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tre
llis

30
0

F4

F1 1.8m high feathered edge timber fence
F2 1.8m high hit and miss timber fence
F3 1.8m high solid timber fence - no gaps top to bottom
F4 1.4m high close boarded fence with 300mm trellis
SW1 1.0m high stone wall
SW2 0.6m high stone wall
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04/02/21 Acoustic boundary treatment added to boundaries A
of plots 1-3.

22/02/21 Location of lockable garden gates added. B

Denotes lockable garden gates

25/06/21 Boundary type SW updated. C
23.08.21 Boundary type F3 updated. D
05.10.21 Boundary type F3 updated. E
25.10.21 Boundary type SW2 added. F
26.10.21 Boundary type F4 added. G
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