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Malkin Farm
Brow Lane
Holmfirth
HD9 2RJ
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L} elevation of proposed

Stone steps to
garden level. Steps
to suit levels

Rear, path, patio and side
path to be in stone flags

Stone steps to garden

level. Steps to suit levels

Solid fuel stove to

Patio

corner of proposed
living area. To be
installed,
commissioned and
certified by appropriate
HETAS installer (flue
position/height TBC)

No openings to side

living area

Path

New rpw and roddable
gulley to discharge into O

existing system RWP
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Existing concrete ramp, flagged
steps and dwarf retaining wall to
be removed. New stone flagged
patio to be formed as indicated
(extent to be agreed with client)

~ | "Beams over supporting first fioor cavity 1 T

walls - cross (longer) beams to be
encased with timber/oakleaf beams
forming truss effect.

140mm blockwork wall
subject to SE design check

780 x 1400mm velux
rooflights to proposed
Study, Utility & Boot

Room

Possibly remove outer
leaf of bootroom, utility
and study to create
additional circa 150mm
width - refer to SE

design/calcs for beams
to support retained
masonry above.
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| Utility

Obscure glazing to W/C,
Utility and Study windows.
Study to be a means of

escape window - refer to
spec
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Existing boot room (considered
|— —previous exteqsion) to be

686 dr.

ox

Levels to be removed with replacement
confirmed on site. Up ¥ extension as i+diwted. %Dn_
g7
526 ot Room -
External steps =
to suit levels
RW

removed and replaced with

Crittall glazed screen with
doors separating dining
kitchen and living area

door as indicated.|

Patio to fall away from
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Assumed line of exiting

D [ i drainage - all to be site

| g verified prior to

© | positioning
|§ | new/replacement
_ 13 _ _ | ||| inspection chambd .

:.%’ Fixed pane with |

Ih_: adjacent sliding |

|

dwelling/extension with
slight falls.

Patio
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: ed. Beams over to SE
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Stiding deer/Fi side-figh
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Wall removed - SE to |
check if load bearing. |
May require beam over

Dining Kitchen

Kitchen shown for
indicative purposes only -
design by others
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to line through with existing,

surfaces made good.

2000

Remove W/C and reinstate wall

block up former window. All

Existing kitchen & dining doors removed

with openings blocked up. NB 18mm Ply
sheathing beneath plasterboard to kitchen
side to provide solid fixing grounds. New
door into open plan kitchen as indicated

Hallway

e

Path
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229| 1000 /J:%;ear garage window partly

blocked up with new external
door as indicated. New
150mm RC lintels over.

Potential ridge beam over, refer to SE calcs/design.

Existing flat roof over garage and
porch to be removed with new
pitched/gabled roof formed. Refer to
prop elevs and Se design/calcs.

Garage

940 x 1400 velux
rooflight to new pitched
roof/vaulted ceiling
within porch.

Ent. Hall

Erect new stoothing wall
(refer to spec) to seperate
existing lounge

Snug

—

Front (roadside) facing elevation to be refaced in
Natural coursed stone or (preferably) have
insulated cavity wall formed with new outer skin
for natural coursed stone - existing foundations

=

WSARCHITECTURAL ©

www.paulmatthewsarchitectural.co.uk

Company Registration Number: 09898149 —

m Registered in England and Wales

{

Company

-

Project
Removal of Previous Extensions, Provisioh of New
Extensions and Alterations to Dwelling @pt 84 Carr Hil
Rload, Upper Cumberworth, Huddersfield, HD8 8XN.
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EVCH to be positioned
on masonry between

porch and garage doors.

ANNING | DESIGN

Existing and extended
driveway to be
surfaced/resurfaced in tarmac.

Ramp
Driveway

_Upé —Dny

Existing driveway and access to be
widened as indicated with slope
replicating exiting with Aco drain to
base of existing/New driveway

to to be exposed/assessed.

Existing path to front and
side of property to be in
bonded resin.

Existing steps

| 750

to be

removed, side ent. hall
door to be removed and
opening blocked up.

Edge of new/extended driveway wall
to line through with existing path wall

Grass

Timber gate to be provided
to existing access opening

Existing inspection chamber to be
relocated as indicated YW consent (bui
over agreement) to be in place prior to
commencement of the works.

Existing brickwork boundary
wall to be removed and
replaced with dry stone wall,
wall to be 900mm high above
patio level - all levels to be
confirmed on site.

3 No 550 x 780mm velux
rooflights to proposed kitchen
lean to roof. Alternatively
patent glazing to lean to roof

Side path upto rear
corner to be in bonded
resin. Stepping down to
proposed patio area

Previous single storey side
extension to be removed
with dry stone wall to
reform physical boundary.
Contractor to make good
to all surfaces on
completion.

Former kitchen door
blocked up at low level
with window installed
(refer to prop elevs).
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