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FWMH52

Cl: 101.324
IL: 100.097

Dp: 1.227

FWMH51

Cl: 101.334

IL: 100.134

Dp: 1.200

FWMH53

Cl: 100.810
IL: 99.165

Dp: 1.645
FWMH49

Cl: 100.760

IL: 98.700
Dp: 2.060

FWMH48

Cl: 100.719

IL: 99.369

Dp: 1.350

SWMH2

Cl: 101.414
IL: 98.987

Dp: 2.427

SWMH17

Cl: 101.371

IL: 99.646
Dp: 1.725

SWMH19

Cl: 100.824

IL: 99.554
Dp: 1.270

SWMH3

Cl: 101.063
IL: 98.815

Dp: 2.248

SWMH24

Cl: 100.919
IL: 98.486

Dp: 2.433

SWMH20

Cl: 100.960

IL: 99.332

Dp: 1.628

SWP1.1

Cl: 100.179

IL: 96.179

Dp: 4.000

SWMH35

Cl: 100.900

IL: 99.205

Dp: 1.695

SWMH4

Cl: 100.706
IL: 98.559

Dp: 2.147

SWMH6

Cl: 100.603

IL: 97.633

Dp: 2.970

SWMH5

Cl: 100.498

IL: 98.416

Dp: 2.082

SWMH8

Cl: 100.476

IL: 97.334

Dp: 3.142

SWMH25

Cl: 100.428

IL: 98.358
Dp: 2.070SWMH26

Cl: 100.228

IL: 98.300
Dp: 1.928

SWMH27

Cl: 100.203

IL: 98.074

Dp: 2.129
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RWP

RWP

RWP

RWP

BD: 99.000

BD: 98.271

SWMH58

Cl: 100.976

IL: 99.480
Dp: 1.497

300Ø @ 1:100 - 17.67m 

300Ø @ 1:178 - 56.01m

150Ø @ 1:80 - 7.40m

150Ø @ 1:53 - 30.52m 

FWMH50

Cl: 100.856

IL: 99.277

Dp: 1.580

SVP
SVP

SVPSVP 

SVP SVP

SVP

SVP SVP SVP

SVP SVP

EXISTING FW MH

CL:99.939

IL:96.455

1200Ø TYPE B

TO BE CONFIRMED

BY S184 DESIGNER

EXISTING FW MH

CL:99.528

IL:96.948

1200Ø TYPE B

TO BE CONFIRMED

BY S184 DESIGNER

INTERCEPTOR 1

FULL RETENTION

NSFA125

INTERCEPTOR 2

FULL RETENTION

NSFA080

PRE CAST CONCRETE

HEADWALL INTO

ATTENUATION POND

OUTFALL TO EXISTING SURFACE

WATER - DESIGN BY CURTINS

FLOW CONTROL CHAMBER. BUILT ON

LINE OF STUB PROVIDED BY CURTINS

FOR SITE-WIDE DRAINAGE

CL: 100.179

IL: 96.179

FLOW = 6.0l/sec

HEAD = 2.081m

PROPOSED POND IN LOCATION OF

EXISTING EXCAVATION

IL : 96.260

TOP WATER LEVEL = 98.260  

FREEBOARD = 400mm

VOLUME = 1200m³

3m ACCESS PATH TO BE PROVIDED TO

TOP OF POND FOR MAINTENANCE ETC.

EXISTING FOUL WATER

PIPE AND CHAMBER

EXISTING SURFACE WATER

PIPE AND CHAMBER

PROPOSED SURFACE

WATER PIPE AND CHAMBER

PROPOSED FOUL WATER

PIPE AND CHAMBER

PROPOSED CHANNEL DRAIN

ACO Q MAX IN YARDS & YARD ENTRANCES (F900)

ACO MULTIDRAIN IN CAR PARKS (D400)
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DESIGNER RISK INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY

ASSOCIATED WITH THE TYPES OF WORK DETAILED ON

THIS DRAWING, NOTE THE FOLLOWING:-

CONSTRUCTION:

MAINTENANCE/CLEANING:

DECOMMISSIONING/DEMOLITION:

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT

BY A COMPETENT CONTRACTOR WORKING, WHERE

APPROPRIATE, TO AN APPROVED METHOD STATEMENT.
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 INTERCHANGE 26 CLECKHEATON
 PHASE 2

 GMI CONSTRUCTION

 PROPOSED DRAINAGE LAYOUT

FEB '22 

1:2507891

L004-MJM-XX-XX-DR-D-5220

C06

JE TM

A

 FOR CONSTRUCTION

TM

P01  04.02.22 JE  TM FIRST ISSUE

1. 

2. 

8. 

6. 

7. 

5. 

9. 

10. 

11. 

3. 

4. 

12. 

MJM DRAINAGE NOTES

REFER TO MJM CONSULTING ENGINEERS DRAWING

No.  L004-MJM-00-00-DR-C-5240 FOR ALL STANDARD

DRAINAGE DETAILS.

ALL VITRIFIED CLAY PIPES AND FITTINGS TO BE IN

ACCORDANCE WITH BS. EN295 & BS 65.

ALL CIRCULAR CONCRETE PIPES IN TRENCHES AND

FITTINGS TO BE IN ACCORDANCE WITH BS. EN1916 &

BS 5911 AND BE STRENGTH CLASS 120.

ALL STRUCTURED WALL PLASTIC PIPES AND

FITTINGS TO BE IN ACCORDANCE WITH WIS 4-35-01.

MAXIMUM LENGTH OF PIPE FOR LAYING IS 3m.

PIPES AND FITTINGS ARE TO BE INSTALLED IN

ACCORDANCE WITH MANUFACTURERS

RECOMMENDATIONS

ALL CONNECTIONS TO GULLIES & DRAINAGE

CHANNELS TO BE 150Ø UNLESS NOTED

OTHERWISE

ALL CONNECTIONS FROM DRAINAGE CHANNELS TO BE

TRAPPED AND RODABLE

COVER LEVELS INDICATED IN MANHOLE SCHEDULES

ARE APPROXIMATE AND SHOULD BE CHECKED AGAINST

ARCHITECTS DRAWINGS

WHERE THE COVER TO PIPES IS LESS THAN 1200mm IN

TRAFFICKED AREAS & 900mm IN OTHER AREAS, THEN

CONCRETE PROTECTION IS TO BE PROVIDED. NB

UNTIL FINAL SURFACE IS CONSTRUCTED, HEAVY

TRAFFIC IS NOT TO BE ALLOWED OVER PIPE

TRENCHES WITHOUT SPECIFIC PROTECTION

MEASURES IN PLACE

SOFT SPOTS IN THE BOTTOM OF TRENCHES SHALL BE

REMOVED AND BACKFILLED WITH TYPE 1

SUB-MATERIAL, PIPE BEDDING MATERIAL OR LEAN MIX

CONCRETE

ALL CONCRETE WORK IS TO BE IN ACCORDANCE WITH

MJM CONSULTING ENGINEERS NBS-SECTION E

JUST PRIOR TO PRACTICAL COMPLETION OF THE

PROJECT A CCTV SURVEY OF THE COMPLETE PIPE

NETWORK SHALL BE CARRIED OUT, WITH A COPY BEING

SENT TO THE ENGINEER.

NOTE:

ALL EXISTING DRAINAGE AND DRAINAGE IN

THE ROAD NETWORK IS SHOWN INDICATIVE.

SIZE, LOCATION AND COVER AND INVERT

LEVELS NEED TO BE CONFIRMED PRIOR TO

COMMENCEMENT OF CONSTRUCTION.

REFER CURTINS DESIGN

NB: FOUL POP UP LOCATIONS SHOWN AS PER

EHA DRAWING L004-EHL-01-ZZ-DR-A-0342 REV:P04

C01 09.02.22 JE  TM CONSTRUCTION ISSUE

C02 09.03.22 JE  TM AMENDED TO SUIT CURTINS OUTFALL

C03 17.03.22 JE  TM AMENDED TO SUIT COMMENTS / SYPHONICS

NB: FOUL POP UP LOCATIONS SHOWN AS PER

EHA DRAWING L004-EHL-02-ZZ-DR-A-0343 REV:P03

C04 12.04.22 JE  TMINTERNAL FW DRAINAGE FROM ARCHITECT ADDED, MH

FW48, 50, 51 AND 52 MOVED TO SUIT, CL+IL ALTERED.
FOUNDS LAYOUT ADDED.

C05 21.04.22 JE  TM MH21 OMITTED AT GMI REQUEST.
 CHANNEL OUTLET TO SWMH4 AMENDED

C06 14.07.22 JE  TM POND MADE DEEPER AND TANK REMOVED
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