\

16no mixed alpines and\
perennials planters, (1)

Height: 350mm
Pot Size: 200mm by 200mm
Density: 4 per metre

1no soil lay, grass seeded
bedding with 50mm timber
edging 3m x 4m

Existing Driveway
Entrance

Proposed Site Plan

Scale:1:200

existing hard
standing to allow
car overturning

existing
timber fencing

2

North

8no large dwarf victorian plum/apple tree,
Height: 0.9-1.8mmm

Pot Size: 500mm by 500mm
Density: 4 per metre

o6no Large Trellis with a mix of cream colour
jasmine, clematis, goldflame honey suckle and
laventa grapewine climbing plant, with 2x
Trelis dims: 1.8m height 900mm width.
Density: 2 per metre

1no soil lay grass seeded bedding with 60mm timber
edging.
Size: 2m x 2.4m

2no bamboo foliage 1m x 1m

1no mixed alpines within raised timber
section,

Height: 350mm

timber raise section: 1.2m by 500mm
Density: 4 per metre

1no soil lay grass seeded bedding
with 50mm timber edging.
Size: 2m x 2.4m

2no fan palm tree

planter,
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GENERAL NOTES:
1. Do not scale drawing.

2. Use figured dimensions only, as shown.

supplied by MDK Architectural Services are for information purposes only.

any building element. Any discrepancies are to be reported prior to installation.

(including amendments), and all relevant British Standards and codes of practice.

be determined on site by contractor.

8. All proposed materials and items are to be in strict accordance with the respective manufacturers

3. This drawing is to be read in conjunction will all other relevant drawings and specifications. Draft drawings

4. Contractors, Sub-Contractors and suppliers must verify any critical dimensions on site prior to fabrication of

5. All works are to be carried out in accordance with the current edition of the Building Regulations 1991

6. The contractor is responsible for the correct setting out of the works on site. Exact SVP and Boiler position to

7. All proposed materials to be similar or match the appearance of the existing house , unless stated otherwise.
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