
THIS EVC POST CONTAINING 2 OUTLETS IS
SERVED FROM THE NEW BUILDING
DISTRIBUTION BOARD. THESE OUTLETS
ARE COMMISSIONED AND ARE AVAILABLE
FOR USE BY THE COLLEGE.

THIS EVC POST CONTAINING 2
OUTLETS IS SERVED BY A
TEMPORARY POWER SUPPLY.
THESE OUTLETS ARE
COMMISSIONED AND ARE
AVAILABLE FOR USE BY THE
COLLEGE.

FEEDER PILLAR FP1 SERVING
EVCS AND MUGA LIGHTING.
POWER IS DERIVED FROM PB2 IN
THE PHASE 4 INFILL BUILDING.

LOCATION OF DISTIBUTION
BOARD PB2 LOCATED IN
THE NEW PHASE 4 INFILL
BUILDING SWITCHROOM.
PB2 PROVIDES THE
PERMANENAT SUPPLY TO
FP 1.

PHASE 4 INFILL BUILDING WHICH IS
A NEW BUILD STRUCTURE CREATED
FOLLOWING THE DEMOLITION OF
EXISTING BUILDINGS.

NEW POWER SUPPLY CABLES
FROM THE NEW SUB-STATION.
THESE CANNOT BE INSTALLED
UNTIL THE EXISTING BUILDING
HAS BEEN DEMOLISHED.

EVC MARK UP
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ROUTE OF POWER SUPPLY
TO FEED FP1 DERIVED
FROM NEW PHASE 4 PB2
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