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PROPOSED PARKING LAYBY
REDUCED FROM 57m (10 CARS)
TO 25m (4-5 CARS), COMPARED
TO CURRENT 'WORK IN
PROGRESS' TRO SCHEME.

PROPOSED PARKING LAYBY
REDUCED FROM 21m (3-4
CARS) TO 19m (3 CARS),
COMPARED TO CURRENT
'WORK IN PROGRESS' TRO
SCHEME.

NEW SECTION OF 1.5m
FOOTWAY, WIDENED TO 2m AT
SITE ACCESS.

2.7m WIDE DROPPED CROSSING, WITH TACTILE
PAVING, AND RAISED TABLE (6m LONG, 75mm HIGH,
& 1.5m RAMPS.
1x27m PEDESTRIAN VISIBILITY SPLAYS, MEASURED
TO 1m FROM KERB/PARKING BAY EDGE (AS PER
MfS GUIDANCE).
27m SSD BASED ON 20mph DESIGN SPEED AND
LOWER DECLERATION RATE OF 0.375g DUE TO
PRESENCE OF HGV'S ON BRIDGE STREET.

PROPOSED PARKING LAYBY REDUCED
FROM 55m (9-10 CARS) TO 49m (8-9
CARS), COMPARED TO CURRENT
'WORK IN PROGRESS' TRO SCHEME,
TO ALLOW 2.4x27m VISIBILITY SPLAY
AT CAR PARK ACCESS.
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