
Consultation Response from KC, 
Lead Local Flood Authority
2024/91007 adj, 208, Yew Tree Road, Birchencliffe, Huddersfield, HD2 2EQ
Discharge of conditions 6 (Phase II report), 7 (Remediation Strategy), 10 (affordable housing), 
11 (public open space), 12 (education), 13 (sustainable transport), 14 (temporary drainage), 16 
(drainage scheme), 17 (attenuation and discharge rate), 18 (access point), 19 (estate roads), 21 
(footway details), 23 (construction management plan), 24 (noise report), 25 (ecological design 
strategy) and 26 (electric vehicle charging) of previous permission 2018/90151 for outline 
application for erection of residential development
Date Responded: 16th October 2024 
Responding Officer:  
Responding Ref:



Further to our comments of 21st May 2024 

Condition 14 Temporary Drainage 

A plan using silt fences and bunds has been submitted along with a narrative. Whilst this is 
encouraging it should be demonstrated that the bunds can hold 1 in 1 year 6 hour rainfall event. A 
back up plan is required should this treatment not work and prevent contaminated water (sediment) 
entering the watercourse. 

Monitoring sediment levels and where necessary the use of a tanker to remove water off site to a 
suitable location or the use of a siltbuster/flocculation has been considered on other sites. 

We do NOT recommend that this condition be discharged at this moment in time. 

Condition 16 and 17 Drainage Details and attenuation.

Generic maintenance plans, whilst useful as a guide, must be adapted to the site. A plan of the tank 
and cross sections are required, and the maintenance regime should use this design in its method 
statement of how you access the tank with appropriate plant, both access to and into. 

Maintenance of the tank will only be Yorkshire Water’s responsibility upon adoption. This condition 
should concentrate on the period from installation to adoptions and will form part of the section 106 
agreement to set up a management company to carry out these tasks. The flow control device, should 
it be removed, requires neoprene seals to be replaced. All these requirements are to ensure site 
specific design has been overseen by a Principal Designer under his/her role for CDM Regulations 
2015, which includes safety considerations for maintenance methodology. This in turn allows the Local 
Planning Authority to fulfil is obligation under NPPF to ensure the adequate maintenance and 
management of SUDS for the lifetime of the site.  

Adequate flood routing has not been considered in this design, with assumed small checks on kerbs 
adjacent to driveways, and properties at lower levels on the road creating a risk. Where private 
driveways are shown there will be no defence to blockage scenarios for the surface water system. This 
is also true of exceedance events. 

We do NOT recommend that this condition be discharged at this moment in time. 


