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4.

This drawing is subject to Copyright all rights reserved.
All existing dimensions should be checked on site before 
commencement of the work, any discrepancies to be 
reported to E3 Cube Ltd.
This drawing is not to be used for Construction.
Figured dimensions are to be used in all case.
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Proposed Works Notes
Ref Material
P01 New external wall. Class A1 non-combustible built-up cladding.

Manufacturer Valcan or similar approved. Colour Green TBC. RAL
TBC.

P02 New curtain wall. Safety toughened glass to meet BS EN 12150.
Colour dark grey to match existing. RAL TBC.

P03 New partially glazed platform access lift. Stannach or similar approved.
P04 New aluminium PPC window/frames colour and design to match

existing. Glazing to be toughened outer 16mm argon cavity laminated
low E inner pain. Lintels to Structural Engineer design and
Specification.

P05 Pressed aluminium parapet capping with polyester powder coating by a
specialist supplier.

P14 Proposed Aluminium Louvres for the Monodraft system. Design and
specification to M&E contractor. Colour to match the cladding.RAL
TBC.
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The following notes highlight signficant residual hazards identified by the
designer. Typical hazards that should be identified by a competent contractor are
not included. The Contractor shall carry out the works using an approved safe
system of work. Further information on hazards can be found in the design risk
register.

Safety, Heath & Enviromental
Information

Ref Hazard Stage Mitigation
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