
RB GEOTECHNICAL  OLD SHOULDER OF MUTTON
  
  GAS MONITORING RESULTS 
 

Date Hole Flow Range 
(L/hr) 

CH4 (%) v/v CO2 (%) v/v O2 (%) v/v Atmospheric 
Pressure 
(Mb) 

Peak Steady Peak Steady Peak Steady 

19th 
September  
2022 

WS01 2.30 0.00 0.00 0.90 0.90 19.10 19.10 991 

WS02 0.00 - 0.10 0.00 0.00 0.00 0.00 18.10 18.10 991 

WS03 0.00 – 0.10 0.00 0.00 3.60 3.60 19.00 19.00 991 

26th 
September 
2022 

WS01 3.70 0.00 0.00 1.00 1.00 18.00 18.00 1024 

WS02 0.00 - 0.10 0.00 0.00 0.20 0.20 18.70 18.70 1024 

WS03 0.00 – 0.10 0.00 0.00 3.00 3.00 19.10 19.10 1024 

5th October 
2022 

WS01 3.00 0.00 0.00 1.40 1.40 18.00 18.00 1005 

WS02 0.00 - 0.10 0.00 0.00 0.20 0.20 18.10 18.10 1005 

WS03 0.00 – 0.10 0.00 0.00 2.80 2.80 19.20 19.20 1005 

14th October 
2022 

WS01 1.90 0.00 0.00 1.20 1.20 18.10 18.10 1024 

WS02 0.00 - 0.10 0.00 0.00 0.30 0.30 18.00 18.00 1024 

WS03 0.00 – 0.10 0.00 0.00 3.10 3.10 19.00 19.00 1024 

26th October 
2022 

WS01 4.30 0.00 0.00 2.90 2.90 17.80 17.80 995 

WS02 0.00 - 0.10 0.00 0.00 0.00 0.00 18.40 18.40 995 

WS03 0.00 – 0.10 0.00 0.00 3.70 3.70 19.10 19.10 995 

8th 
November 
2022 

WS01 3.00 0.00 0.00 1.30 1.30 17.90 17.90 1022 

WS02 0.00 - 0.10 0.00 0.00 0.10 0.10 18.00 18.00 1022 

WS03 0.00 – 0.10 0.00 0.00 3.80 3.80 19.10 19.10 1022 

 

All Gas Monitoring was carried out using a Geotech GA2000 Infrared Gas Analyser. 


