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CONDITION 17 - 1FF Schwegler Bat Box/bat
tube (or a similar alternative) shall be installed

integral to the south aspect of the detached
dwelling

CONDITION 18 - 1SP Schwegler Sparrow
Terrace (or a similar alternative) shall be installed
on the north or east elevation of the dwelling at a

height of at least 2 meters

CONDITION 15 - 1 Standard Electric Vehicle
Charging point (of a minimum output of

16A/3.5kW) for each residential unit that has a
dedicated parking space
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CONDITION 6 - Prior to the development being
brought into use, the areas approved for parking
shall be surfaced and drained in accordance with

the Communities and Local Government; and
Environment Agencies 'Guidance on the

permeable surfacing of front gardens & parking
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CONDITION 7 - Before any building/dwelling is occupied, turning
facilities shall be provided in

accordance with the details shown on drawing. The turning
facilities shall thereafter be made available for use at all times by

vehicles and shall be kept free from obstruction to such use.

CONDITION 9 - We confirm in this document and on the annotated and updated /
attached drawings that before development commences on the superstructure of the

new dwelling, details of storage and access for collection of wastes from the
premises shall be submitted to and approved in writing by the Local Planning

Authority. The approved details shall be provided before first occupation of the
dwellings and shall be so retained thereafter as set out in the approval document and

certification.
The separate bin storage for each dwelling are marked clearly on the plan and the
bins for the collection date will be brought to the kerbside location the day of the

collection inline with the rest of the streetscene for residential collection of household,
recycling and garden waste. They will then be returned to the locations marked on

the plans attached for each of the dwellings.
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recycling and garden waste. They will then be returned to the locations marked on
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CONDITION 16 - Please note - point 5.04 Due to elevated
noise levels from the A638 Halifax Road, it is recommended that the
former public house building is provided with a mechanical ventilation
strategy.

An individual room ventilator, such as the Titon Sonair unit as
specified in the document. The locations of these are shown on the
drawings associated and covers it in the report, this document and
also on the drawings. Trickle vents to also be supplied to windows
and doors.

TITON SUNAIR UNIT
Background 223 ventilators may be required where
MEV or PIV systems are proposed (2 no. vents per
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