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GENERAL NOTES

1. All adoptable sewer works and material to be in
accordance with “Code for Adoption” the Relevant
British/European and Yorkshire Water's
Standards/Requirements/Addendum to the
Mechanical and Electrical Specification and
Kitemarked.

2. All custom built ironwork to be hot dipped
galvanised prior to final fixing.

3. All lifting eyes should be pointed once lifting is
completed .

MANHOLE COVER LEVEL INV IN LEVEL

'HYDROBRAKE' DETAILS

SUMP LEVEL

158.164

Unit Type

1.35m

Design Flow

Design Head

Hydro Brake Optimum MD-SHE-0110-6000-1350-6000

6.0 L/sec

INV OUT LEVEL

156.818 (225Ø) 156.368
157.093 (225Ø)

150mm diameter cast iron disc valve attached
to mass concrete wall with 4 no. M16 bolts.
Disc valve to be set level with flow control unit.
Cast Iron Penstock to be 'HELORF' type as
specified and supplied by 'Ham Baker Adams'.
Dimensions and details to conform to the
specifications set out by the supplier.

22
5m

m
 Ø

 H
ig

hw
ay

 D
ra

in
 in

le
t p

ip
e

225mm Ø outlet pipe

225mm Ø bypass pipe

150mm Ø gully 
inlet pipe

Rocker
Pipe

Rocker
Pipe

Rocker
Pipe

Rocker
Pipe

450m
m

 Ø

inlet pipe

450m
m

 Ø
inlet pipe

Manhole covers to be twin heavy duty twin
600x600 double triangular covers with clear
access opening 1220mm x 675mm with Fall

Arrest Grille and shall be Class D400 to BS EN
124 with 150mm deep frames in highways. 1:3

Cement mortar bed and haunch to cover and
frame sat on Class B engineering brickwork

(min. 2 courses max. 4 courses)

Bolted segmental or precast reinforced
concrete manhole rings 1.8m internal
diameter 1000mm depth bedded on
mortar, proprietary bitumen, or resin
mastic sealant

Flow control device

150mm diameter cast
iron disc valve attached
to mass concrete wall
with 4 no. M18 bolts.
Disc valve to be set level
with flow control unit.

MANHOLE S12
PLAN VIEW

Mass concrete base / wall
construction to 100mm above
soffit of pipe walls 450mm
thickness with A393 mesh to
each face cover 50mm min.

225mm Ø outlet pipe
450mm Ø inlet pipe
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158.164

156.368

450mm

Manhole covers to be twin heavy duty twin
600x600 double triangular covers with clear
access opening 1220mm x 675mm with Fall

Arrest Grille and shall be Class D400 to BS EN
124 with 150mm deep frames in highways. 1:3

Cement mortar bed and haunch to cover and
frame sat on Class B engineering brickwork

(min. 2 courses max. 4 courses)

Reinforced concrete cover slab to
be Kitemarked and to BS EN

1917:2002 bedded on mortar,
proprietary bitumen or resin

mastic sealant and to be
Kitemarked.

First joint to be as
close as possible to

external face of
manhole.

Benching formed with GEN3
Concrete with a high strength
topping minimum 40mm thick

with a smooth neat finish

50mm fall over
platform to

ensure water
does not hold

300mm thick GEN3 SRC concrete with
2 layers of A393 mesh with 50mm
cover to face base slab on 50mm
concrete binding

Bolted segmental or precast reinforced
concrete manhole rings 2.4m internal
diameter bedded on mortar, proprietary
bitumen, or resin mastic sealant

Operating rod positioned in manhole
to allow operation of disc valve and
constructed from mild steel to BS
4360 grade 43A.

SECTION THROUGH MANHOLE S12
SECTION A-A
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158.164

156.818

156.368

Flow control device
Hydro Brake Optimum

MD-SHE-0110-6000-1350-6000

450mm thick GEN3 SRC
concrete insitu walls with with

2 layers of A393 mesh with
50mm cover to wall face

SECTION THROUGH MANHOLE S12
SECTION B-B

156.868 (450Ø)
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Bryan G Hall Ltd. Registered in England & Wales Co No. 4104802

This drawing is copyright and shall not be reproduced nor used for any other
purpose without the written permission of the Bryan G Hall ltd. This drawing
must be read in conjunction with all other related drawings and documentation.

It is the contractors responsibility to ensure full compliance with the Building
Regulations. Do not scale from this drawing, use figured dimensions only. It is
the contractors responsibility to check and verify all dimensions on site. Any
discrepancies to be reported immediately.
IF IN DOUBT ASK.

Materials not in conformity with relevant British or European Standards/Codes
of practice or materials known to be deleterious to health & safety must not be
used or specified on this project.

Bryan G Hall Limited has not checked or verified, and shall therefore not be
liable for any inaccuracies which may be attributable to any base plan(s)
reports, data or information provided by the client, or purchased by the
consultant on the client's behalf, that may have been utilised within this
drawing.

Bryan G Hall Limited shall not be liable for the use of this or any associated
document, for any purpose, by any person other than that for which they were
provided.

It remains the client's and/or its appointed contractor's responsibility to check
for any discrepancies.  Any anomalies discovered must be reported immediately
to Bryan G Hall Limited for verification.

The locations of utilities apparatus, if shown, have been reproduced from plans
supplied to Bryan G Hall Limited.  Although care has been taken when
duplicating this information, these locations are approximate only.  No
guarantee can be given by Bryan G Hall Limited for their accuracy.  It is the
client's or its appointed agent/contractor's responsibility to verify the exact
locations on site by appropriate means prior to mechanical excavation.

Drawn:

Title:

Project:

Scale:
Chkd:

Job No:

Drawing No: Revision:

Date:

Client:

A1 - 841 x 594 

Status:

Size:
Appvd:

E  transportleeds@bryanghall.co.uk

Rev:        Date:         Amendment:                                                              DRN    CHK    APR

Copyright Reserved Bryan G Hall Ltd.

B R Y A N  G  H A L L
CONSULTING CIVIL & TRANSPORTATION PLANNING ENGINEERS

Suite E15 | Josephs Well
Hanover Walk | LEEDS | LS3 1AB
   

W  www.bryanghall.co.uk

LEEDS
T 0113 246 1555     

NEWCASTLE
T 0191 249 5100     

LONDON
T 0203 5532336     

twitter.com/Bryanghall1

Bryan G Hall

22.02.24

NBIE
1:25

23/341/500/005

23-341

C

Orion Homes

Residential Development,
Whitehall Road West, Birkenshaw

Flow Control Manhole
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YORKSHIRE WATER NOTES:

1. All dimensions in millimeters unless stated otherwise.

2. All adoptable sewer works and material to be in accordance with The Water Services Association
“Code for Adoption Design and Construction Guidance”, The Relevant British/European and
Yorkshire Water's Standards/Requirements/Addendum to the Mechanical and Electrical Specification
and Kitemarked".

3. All oversized manhole products (circular vertical units, cover slabs, adjusting and corbel units) and all
ancillary concrete products are to be built in full compliance with BS EN1917 and BS 2911-3+A1

4. All precast concrete units in oversized manholes must have a design working life of 100 year
minimum in accordance with BS8500-1:2015+A2:2019 - Table A.5.

5. DC-4 design chemical class for concrete in precast concrete manholes (circular vertical units, cover
slabs, adjusting and corbel units) including all ancillary concrete products should be constructed  for
an intended design life of 100 year minimum.

6. Manhole covers shall/must have a clear opening of 600mm and shall be Class D400 to BS EN 124
with 150mm deep frames in highways.

7. Filled ground must be filled and consolidated under the supervision and to the satisfaction of the
Yorkshire Water before any sewer works are carried out.

8. Yorkshire Water is not obliged to accept filter drain/land drainage run-off into the public sewer network
or adoptable drainage system (directly or in-directly). An alternative method of disposal of the land
drainage run-off will therefore be required and you will have to liaise with the Local Authority, Land
Drainage Section with regard to the disposal of the filter drain/land drainage run-off.

9. Cover slabs must carry the BSI Kitemark or will be rejected by the Yorkshire Water Inspector. Where
the clear opening of the Kitemarked product is different to that of the cover and frame, a loading
bearing slab should be fitted above the cover slab to bring the size down to 600mm x 600mm for the
Yorkshire Water specified cover size. Please refer to Concrete Pipe Systems Association (CPSA),
'Technical Bulletin' issued Autumn 2004 for Kitemarked cover slab opening sizes.

10. The adoptable sewers should be a minimum of 1m and manholes 0.5m from kerb faces and service
margins.

11. “Sewers must have 5 metres clearance from trees and hedges or the width of the canopy at mature
height.

12. Sewers to be laid in Class “S” Bedding (150mm granular bed and surround). Where depth of cover to
top of the sewer is less than 1.2m in highways and verges (or less than 900mm in none vehicular
access areas) then a concrete slab should be provided above granular bed and surround.

13. Bedding and backfill material to conform to the requirement of Water Industry Specification 4-08-02
(Table A2).

14. The chamber size of manholes with more than one connection in them may need to be increased an
increment to accommodate the connections and bends.

15. Yorkshire Water's policy is that brick manholes and 1050mm diameter manhole rings are not
preferred. Instead, it is preferred that you use a type “B” manhole with 1200mm diameter, 1350mm
diameter or 1500mm diameter rings, with the opening sited over the channel where depth of cover to
pipe soffit is 1 - 1.5m

16. Adoptable plastic sewer pipes to be BSI Kitemarked (certified to WIS 4-35-01 and BS/EN13476).
Adoptable plastic sewer pipes to be laid in maximum 3 metre lengths unless there is a specific
operational need to lay longer lengths. Plastic channel sections in manholes are not acceptable and
Yorkshire Water would prefer clayware channel in manholes. We have found that plastic channels are
difficult to set in concrete because they float and a satisfactory finish cannot be obtained on the
benching.

17. The minimum crushing strength for clay pipes should be as follows: 100mm dia. 40KN/m, 150mm dia.
40KN/m, 225mm dia. 45KN/m and 300mm dia. 72KN/m.  The minimum crushing strength for concrete
pipes should be - (Class 120 to EN 1916/BS5911-1 2002). Plastic pipes should conform to WIS
4-35-01 and BS EN13476.

18. Where a B125 cover and frame has been approved, this must not be coated in plastic and must have
lifting eyes suitably sized to accommodate standard lifting keys. Screw down covers are not
acceptable.

19. There should be enough clearance at crossovers to accommodate bedding to both pipes, approx.
300mm : if crossover is near the rocker then the clearance needed may be increased".
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