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Suggested Condition 

Condition DR06 Drainage Attenuation (adjusted). 

Development shall not commence until a detailed design of the detention basin has been submitted to 
and approved in writing by Local Planning Authority. Alongside the design, the scheme shall include a 
detailed maintenance management regime for the storage facility including the flow restriction 
(incorporating an itinerary and schedule of tasks in the form of a method statement with evidence of a 
risk assessment overseen by the Principal Designer under CDM Regulations 2015. 

There shall be no piped discharge of surface water from the development and no part of the 
development shall be brought into use until the flow restriction and attenuation works comprising the 
approved scheme have been completed. The approved maintenance and management scheme shall 
be implemented thereafter.

Advice Note 

 On applying to discharge the condition regarding design and maintenance plans for the 
detention basin, consideration should be made of, but not exclusive to the following elements 
highlighted in the CIRIA guide.  

 Utilising the full length of the basin for the flow where practicable.  

 The use of a forebay for online detention basins is recommended.  

 A potential permanent pool at the outlet should be assessed and considered.  

 Depth of flooding risk assessment.  

 1 in 3 slopes maximum (noted on current submission)  

 Length/width ration between 3:1 & 5:1  

 Maintenance access to and into the pond and ancillary features such as forebays, trash 
screens and flow controls.  

 A risk assessment should be performed resulting in a method statement stating an itinerary 
and schedule of maintenance tasks overseen by the principal designer under CDM Regs 2015. 

 Finalised hydraulic design and simulation. 

 Statement on erosion control. 

 Design for treatment, biodiversity and potential amenity. 

 The use of a safety screen for incoming pipework to prevent unauthorised access is required. 

 The use of an adequate trash screen at the outlet (seek advice for LLFA). A longer horizontal 
section for overspill is advised on viewing this initial submission. 



 Assessment of exceedance events and the protection of the embankment. 

Section 106 

A section 106 agreement setting up a management company to look after the maintenance and 
management of the detention basin will be required until such a time as it will be adopted by Yorkshire 
Water or an NAV equivalent.














