The patented LEDbar substitutes the
conventional Realta lamp source with

an 8W LED lamp package. The aluminium
bar dissipates the heat generated by the
LEDs for optimum performance.
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WIDE DISTRIBUTION
LED CHARACTERISTICS

CRI

COLOUR TEMPERATURE
RATED LIFE (HOURS)
PROTECTION

DRIVER EFFICIENCY
REPLACEABLE

POWER FACTOR

< 2% Upward Light @ O,

Help reduce light pollution and protect the night
sky by selecting < 2% upward light luminaires

80

4000K
67K-L80/B10
LUX GUARD
>80%

YES

>0.95

AREA DISTRIBUTION

LED CHARACTERISTICS

CRI 70+
COLOURTEMPERATURE 4000K
RATED LIFE (HOURS) 100K -L90/B10
PROTECTION LED PROTECT
DRIVER EFFICIENCY >85%
REPLACEABLE YES
POWER FACTOR >0.95

LL/CW 120.0 LL/CW 127.6

For LED characteristics explanation see www.thorlux.com/led-guide
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Smart External
version

Wide distribution

HIGH PERFORMANCE LUMINAIRES Realta Design Registration Number 3024955
DESIGNED TO MINIMISE LIGHT

POLLUTION AND ENERGY

CONSUMPTION

RANGE

@ IK11/1K10 @ @ WIDE AREA APPROX.
LED DISTRIBUTION DISTRIBUTION kg
@ @ 1K10 Polycarbonate Cover

SPECIFICATION W RL 19069 ot
20W RL 19110SS 40
* Graphite full polyester powder finish. 34W RL19111SS 4.0
Silver option 42w RL 1911255 40
* Strong high-pressure die-cast LM2
aluminium body o IK11 Polycarbonate Cover
* High efficiency prismatic polycarbonate g o LIETAL 3
front refractor Z GILD0TCL, 3
T 34w RL19117L 3.9
. (%]
Wl e? |5Fr| ution (8W) or area W RL 19118L -
distribution (20W, 34W and 42W)
options
* Highly specular, multi-faceted injection CIRCUIT TYPE -
moulded vacuum metallised reflector SS - SmartScan
on wide distribution versions STANDARD L - non-dimming (LED)
* Excellent distribution with less than SILVER OPTION - add suffix SV3 e.g. RL 19069SSSV3 etc.
2% upward light component EMERGENCY VERSION - prefix catalogue number with:
» Optional photocell control ERL - Emergency / TRL - AutoTest (Not available when selecting the ‘SS’ suffix)

WRL - SmartScan
e.g. WRL 19069SS etc.
Add 0.4kg to weights listed

* Smart External versions with intelligent
lighting control for use up to 8 metres
mounting height

* SmartScan wireless technology
removes the need for control cabling.
Ideal for retro-fit

Photometrics, Accessories, Options and Dimensions pages 3 and 4
* Fitted with 4000K LEDs

SmartScan Configurations <

Find out more at www.thorlux.com/smartscan

Thor lux Jan. 24 WEB LINKS www.thorlux.com/controls | Presence Detection Guide


https://www.thorlux.com/v4/en/my-thorlux/media/download/presence-detection-guide.pdf

REALTA

PHOTOMETRIC GUIDE
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WIDE DISTRIBUTION

Luminaire Lumen Output:
8W=1320lm
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AREA DISTRIBUTION

Luminaire Lumen Output:
20W = 2840lm
34W = 4850lm
42W =5635Im
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Single luminaire column mounting attachment

Twin luminaire column mounting attachment

PERFORMANCE GUIDE - Wide Distribution

ACCESSORIES
APPROX.
DESCRIPTION CAT. No. kg
Single luminaire column mounting RL 13759 16
attachment (for 60m dia. columns) ’
Twin luminaire column mounting RL 14175 26
attachment (for 60m dia. columns) '
76/60mm dia. spigot adaptor RL11184 0.8
(for retro-fit on 76mm dia. columns) ’
OPTIONS
DESCRIPTION SUFFIX EXAMPLE
Photocell (standard versions only) PC RL 19071LPC

Photometric Performance -
8W LED with polycarbonate cover

AVERAGE
ILLUMINANCE

UNIFORMI
SPACING

(min/av)

TY

3m mounting height - 3m forward throw

10m ctrs 22 lux 0.48
15m ctrs 15 lux 0.47
20m ctrs 11 lux 0.22

4m mounting height - 4m forward throw

10m ctrs 17 lux 0.48
15m ctrs 11 lux 0.45
20m ctrs 8 lux 047

Mounting
height

Forward throw

5m mounting height - 5m forward throw

10m ctrs 13 lux 0.42
15m ctrs 9 lux 0.48
20m ctrs 7 lux 0.45

e.g. At 3m mounting height and
10m centres: 22 lux average
horizontal illuminance
at ground level

FIGURES ARE BASED ON INITIAL LUMENS
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DIMENSIONS

Wide distribution

REALTA

Area distribution

Spot marked for Photocell
side entry on 18 “location
both sides.
Customer
to drill if
required. 220

A ¥
1.

7L

Photocell
location

290

318

3x6.5dia. holes —

\
CAKE

1x 20 dia.
cable entry
hole (IP66
grommet
supplied)
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