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General Notes

— This drawing should not be scaled for setting out
purposes.

— This drawing shows the detailed design only and is
subject to Local Authority approval.

— This drawing is based upon a topographical /
ordnance survey provided by others.

— This drawing is to be read in conjunction with all
other relevant drawings.

— Any conflict between the details shown on this drawing
and those of any other related drawings should be
noted to the engineer prior to construction on site.

— Al dimensions are in millimetres unless otherwise
stated.

Construction Notes

— Al levels to be confirmed on site prior to
commencement of any works.

— Any existing utility covers retained are to be adjusted
to suit proposed levels — cover class to be upgraded
if required.

— Any existing utility covers that are damaged will require
renewing and resetting.
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Key:

Asphalt carriageway / footway construction

Asphalt carriageway / footway resurfacing

Tactile paved pedestrian crossing construction
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Verge

HB Half batter kerb laid with 100mm upstand

DK Dropped kerb laid with 30mm upstand

DRAWING TITLE
SECTION 278 — LONG LANE / CROSSLEY LANE

DK2  Dropped kerb laid flush

CK1  Conservation kerb laid with 100mm upstand DRAWING NUMBER
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CK2 Conservation kerb laid flush
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Existing kerbing to remain
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PEACH HOUSE WEST, THE WALLED GARDEN
NOSTELL ESTATE YARD

WAKEFIELD WF4 1AB

Hg Proposed surface water gully

Existing surface water gully to be removed / relocated
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