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1 Purpose and scope of report
This  report  has  been  created  in  accordance  with  BS5837:2012  to  assess  the  impacts  of  proposed
development as shown at Appendix 2, and also incorporates information taken from our tree survey Ref
241017/TS.  This  impact  assessment  should be read in  conjunction with the the tree  survey,  and as
required by BS5837, it includes consideration of:

• The tree survey

• Trees selected for retention

• Trees selected for removal

• Trees to be pruned

• Areas designated for structural landscaping which need soil protection

• Evaluation of impact of tree losses

• Evaluation of tree constraints and tree protection plan

• Issues to be addressed by an arboricultural method statement

2 General information
It is advisable to have trees regularly surveyed by a suitably qualified and experienced arboricultural
consultant. In this instance it is recommended that the next survey is undertaken  within 12 months of
this report.  If the site or adjacent areas change use, or if there are significant changes to the condition of
the site or adjacent areas, or if there are significant changes to the trees surveyed, it is recommended that
professional arboricultural advice is obtained.

The  plans  included  as  part  of  this  report  are  based  on  those  provided  by  the  client  or  their
representatives.   Whilst  reasonable  steps  are  taken  to  ensure  plans  are  accurate  and  correct,  the
consultant will not be responsible for errors or omissions arising due to information provided by the
client or the client's representatives. 

All  tree  works  should  be  carried  out  to  BS  3998:2010  -  ‘Recommendations  for  tree  work’ unless
otherwise specified, and by a suitably qualified, experienced and insured contractor.  

3 Trees selected for removal, retention and/or pruning
No significant trees will be removed as part of this project, no high value trees will be pruned as part of
this project.
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4 Evaluation of impact of tree losses
No trees will be removed as part of this project. There will be no significant impact on the local tree-
scape.

5 Evaluation of tree constraints and tree protection plan
Tree constraints and potential affects have been assessed in accordance with Section 5 of BS5837:2012.

The land use and user conditions will not be adversely affected by retained trees.

No excavations will be undertaken within the root protection areas of retained trees to facilitate this
layout.  Foundations will  be constructed as shown at Appendix 3 – this will  prevent damage and/or
disturbance to the roots of retained trees.

6 Issues to be addressed by an arboricultural method 
statement
The preliminary tree protection plan as attached shows that trees can be adequately protected during
development by using standard and commonplace protection measures such as tree protection fencing
and/or ground protection, along with specialist foundation design as shown at appendix 3.
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7 Consultant's qualifications and experience
This  report  has  been  undertaken  by  James  Royston  who  has  over  twenty  years  experience  in
arboriculture,  forestry,  and urban forestry,  of which the last 12 years have been spent as a full-time
consultant specialising in trees and development, tree related hazards, and sustainable tree management. 

In addition, this experience has included work as a tree officer in local authority planning departments,
expert  witness  work for  the  courts,  subsidence  investigation  works  for  loss  adjusters  and insurance
companies, and undertaking the role of president of the Consulting Arborist Society.

Academic qualifications include: 
MSc Arboriculture and Urban Forestry,
BSc (Hons) Forestry.

Recent professional development courses have included: 
Tree Preservation Order Workshop by the Consulting Arborist Society, 
Trees and Mortgage/Insurance Reporting by the Association of Mortgage Users Insurance Group,
Professional Tree Inspection by LANTRA Awards, 
BS5837:2012 Workshops by the  Arboricultural Association, 
The Future of Tree Risk Management part I and II by the Treeworks Environmental Practice, 
Trees and Subsidence by OCA Ltd, 
CTLA Tree Valuation Seminar by the Consulting Arborist Society,
Expert Witness Training by Bond Solon
THREATS training by Julian Forbes-Laird.
Homebuyers Tree Reports by the Consulting Arborist Society

Professional associations have included: 
Professional member of the Arboricultural Association and the Consulting Arborist Society.
Chartered Environmentalist.
Trustmark Approved Consultant – Working to Government Approved Standards.
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8 Contact Details

I hope this report provides all the required information.  However, if further advice is needed then please
contact me and I will be happy to help.

James Royston – Independent Arboricultural Consultant 
MSc Arboriculture and Urban Forestry, BSc (Hons) Forestry.

The Media Centre 
7 Northumberland Street
Huddersfield
HD1 1RL

01484 483 061

jr@jamesroyston.co.uk

Report completed 21st January 2025
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Appendix 1 Tree works
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Common Name Botanical Name Pre-development tree works Reason for works

1 Lime Tilia sp None NA

2 Lime Salix caprea None NA

3 Sycamore Acer pseudoplatanus None NA

4 Lime Tilia sp None NA

Tree/Group 
Number



Appendix 2 Tree Protection Plan

Ref 241017a AIA 8 of 9



To allow access for construction:
Where possible, tree roots in this green shaded area to be protected by suitable
boards over a non compressible layer (such as a 200mm depth of wood-chip).
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Proposed extension to be constructed on specialist foundations as described at Appendix 3



Appendix 3 Specialist Foundation Details

Ref 241017a AIA 9 of 9



The tree friendly foundation solution



Benefits

Increased footprint - Treesafe creates the 
opportunity to increase the footprint of 
your site into RPA, allowing getting greater 
yield from your plot.

Cost certainty - By reducing the 
programme, prelims and eradicating the 
elements stated to the right, we can offer 
cost certainty for your project.

Faster - Treesafe is up to 70% faster than 
traditional methods and offers improved 
program certainty.

Safer - Treesafe has many features that 
enhance a safer environment on site, and 
comes with warranty provider approval: 
NHBC, Premier Guarantee and LABC.

Less environmental impact  - Treesafe 
uses less concrete, requires less spoil 
removal, and significantly reduced vehicle 
and plant movement.  Reducing the carbon 
footprint of your site. 

Treesafe does not require the following 
elements:

   Piling mats (in 95% of projects) 
   Excavations for ground beams 
   Ground beam construction 
   Pre-cast floor
   Sub-structure brickwork blinding 

     within footprint 
   Resources to manage the above

Treesafe is our patented foundation system that allows 
construction close to or within a tree Root Protection Area (RPA).

£££

✓

X²



Treesafe is our patented foundation system 
that allows construction of residential or 
commercial structures close to, or within a 
tree Root Protection Area (RPA). Treesafe 
provides the opportunity to increase the 
yield of your site by allowing an increase in 
the footprint of your structure and/ or adding                  
additional plots to your development. 

Treesafe is approved by Arboriculturists and  
prevents damage to tree roots in a number 
of ways. In preparation for piling we use air 
spades and hand augering techniques to 
identify any roots that may conflict with the 
proposed pile locations. If roots are present 
our in-house design team review and adjusted 
the design to accommodate them. We use 
a bespoke working surface to support our 
custom lightweight piling rigs, minimising 
excavation that could cause damage to tree 
roots. Each pile position is also sleeved, and 
further precautions are taken when pouring 

the slab to prevent concrete leaching into the 
protected ground, that could cause harm to 
roots.

Treesafe can support a range of piling 
techniques, depending on ground conditions. 
We also offer alternative piling options, such as 
stone columns or reduced diameter piles. 

Treesafe is a version of our Housedeck and 
Comdeck systems, both are BBA certified and 
warranty provider approved: NHBC, Premier 
Guarantee and LABC. All engineered solutions 
are fully underwritten.



Typical Treesafe detail_

Benefits of Treesafe:

1 	 Allows construction within Root Protection Areas. 

2 	 Significant reduction in excavation. 

3 	 Significant reduction in under build.

4 	 Bespoke working surface in place of piling mat.

5 	 Clear void to mitigate heave risk (if required).

6 	 No venting required.

Finished floor level

Wall construction to 
architect's detail

Final GL

Formation level
Temporary deck support 
units

DPM designed & 
detailed by others

Floor finishes to 
architect's detail 

RC slab

Abbey Pynford 
void closer

180mm void (if required)

Working surface in 
accordance with 
Arboriculturists requirements

Tanalised plywood

4

5

1

3
2

6



Bespoke Working Surface

Once setting out is complete a 
bespoke working surface is laid. 
We use three types of working 
surface: Cellweb (pictured), a 
concrete working surface (pictured) 
or granular mat. The surface type is 
dictated by the site requirements in 
conjunction with the Arboriculturist. 

Construction process_

Stages of typical slab build
Working within protected trees creates very site specific requirements. The Treesafe system is tailored to your site and specific 
arboricultural needs. The following covers some of our most common approaches, but not all. 

Setting Out

We start by setting out the pile 
locations, as per the Abbey Pynford 
design. This takes place either 
directly on to the prepared ground 
or over a breathable geotextile 
membrane.  

Hand augering

Hand augering is undertaken at all 
pile positions within the RPA. If roots 
greater than 10mm diameter are 
found, our in-house design team re-
analyse the slab. A new pile position 
is proposed and re-augered. Once 
all positions are confirmed to be 
root free, piling can commence. 



Deck Support Units

Our patented temporary Deck 
Support Units (DSU) are laid out to 
create the void, upon which the raft 
will be built.

Piling

The piles are driven using our 
custom made light weight rigs. 
which can be supported by the 
bespoke working surface. This 
prevents the need for deep 
excavation for a piling mat, which 
would cause root damage. Each pile 
is then sleeved to prevent concrete 
leaching into the RPA.

Drainage & Services

After the piles are trimmed to cut off 
level the drainage and services are 
installed. This can be done by us or 
the client, project dependant. 



Concrete pour

Once final levelling is complete 
the concrete is poured, taking 
precautions to prevent concrete 
leaching into the RPA. 

Finished structural slab

Once the slab is cured a membrane 
will be attached to prevent materials 
entering the void. 

The finished slab is ready for trades 
on average 5-7 days after the 
concrete pour.

Edge Shuttering & Fix 
Reinforcement

Next, our patented edge system is 
installed on plywood, followed by 
the steel reinforcement to create 
the raft. 



Area of operation

About us_

Our services_

We offer a wide range of services ranging from our 
patented engineered foundation systems, various 
types of piling and underpinning.

We have our own in-house design team comprised 
of Structural and Geotechnical Engineers, providing 
underwritten design solutions across all our services.

We also have our own plant hire business providing 
specialist and bespoke equipment to the group and 
wider external market.

Our ethos is to provide a fully integrated service for 
our customers, providing support from conception 
through to construction. We always seek to provide 
the most cost-effective solution for your project, 
through innovation, product development, and a 
wealth of experience gained from 30+ years 
working in the industry.

At Abbey Pynford we provide a more integrated approach to our services, offering a one stop 
shop to commercial contractors and private developers. Founded in 1988, Abbey Pynford 
Group has 30+ years of industry experience to support you through your project.



Backed quality assured 
SSIP scheme.

Treesafe offers a tree 
friendly way to build 
in Root Protection 

Areas. Approved by 
Arboriculturists. 

Through our reduced 
vehicle and plant 

movement we produce 
significantly less C0

2
 

emissions.

C02

We send less waste 
to landfill by reducing 
dig and spoil removal 
with our foundation 

solutions.

We use less concrete 
with our foundation 

solutions than traditional 
techniques.

Backed quality assured 
SSIP scheme.

Certified H&S 
management system.

Assured sustainability 
& H&S procedures. 

Certified quality audit 
beyond IOS 9001.

Certified H&S 
management system.

ASUC founding 
members. Assured 

professional & technical 
competence.

Certified quality 
management system.

Certified quality 
management system.

Certified H&S, Quality 
& environmental 

management system.

Home Builders 
Federation members.

CERTIFICATE 12/4909

Certified quality 
management system.

IMS Certified H&S, 
quality & environmental 
management systems.

We have 30+ years 
industry experience to 
support your project.

30+    

Years

Constructionliine Gold 
members.

Certified quality 
management system.

In-house design team 
and all designs and 

engineered solutions 
are fully underwritten.

Certified H&S, Quality 
& environmental 

management system 
and insurance.

Health & Safety, Quality & Environmental Overview_



  You will receive the same attention and quality 
of service whether you are a small developer or 
corporate builder.

  We will provide you with a fully documented 
proposal within two weeks after receiving all 
required information.

  Our dedicated in-house design team, using the 
latest software finite element analysis, ensures 
that each project is value engineered.

  We will always operate in the best practice, 
complying with health, safety and 
environmental legislation.

  We promise to serve in your best interests and 
if we believe that one of our foundation systems 
is not the most appropriate scheme for your 
needs, we will advise you accordingly.

Our commitment to you_



Our clients_

Abbey Pynford worked fantastically well with us. 
Through solid communication and collaboration the 
construction has been a success. I would strongly 
recommend them for future projects. 

Sam Kemp, Project Manager, 
Morgan Sindall Construction

The Treesafe product is such a simple but effective 
method. From design through to completion 
Abbey Pynford offer a second to none service with 
excellent health and safety.

Colm O’Boyle, Surveyor, T&B Contractors

We have used Housedeck before and as usual 
this project ran very smoothly and was completed 
swiftly. Both the piling crew and the slab crew were 
excellent – nothing was too much trouble for them 
and the site was kept clean and tidy throughout.

Tony Draper, Architect & Project Manager, 
Carrington Fox 

Abbey Pynford’s system is the complete package 
offering a straightforward fully designed solution, 
saving us money and 6 weeks from our original 
programme.

Nick Jude, Construction Manager, Willmott Dixon



CERTIFICATE 12/4909

Abbey Pynford
2-6 Bilton Way� 
Luton 
LU1 1UU

t	01442 212112
e	info@abbeypynford.co.uk

abbeypynford.co.uk
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