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Appendix B 

Smith Lane - 07/02/25 
 
Chainage 0m 

 

Comments – Road marking severely warn. Some surface course degradation on Bank Lane. 
Focus point to monitor. 
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Chainage 0m 

 

Comments – surface starting to degrade. This will be a major focus point as heavy goods 
vehicles delivering plant and materials will be turning here. Focus point to monitor. 
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Chainage 10m 

 

Comments – poor patch repair with no joint seal. Focus point to monitor. 
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Chainage 20m 

 

Comments – patch repair no joint seal. Surface course wearing through on left hand side of 
carriageway. 
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Chainage 30m 

 

Comments – as chainage 20m 
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Chainage 40m 

 

Comments – surface course on right hand side appears to have prematurely settled with some 
break up. Focus point to monitor. 
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Chainage 50m 

 

Comments – Fragmented surface course with poor patch repair. Manhole chamber causing 
tensile cracking due to surrounding settlement. Require Kirklees Highways attention. Focus 
point to monitor. 
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Chainage 60m 

 

Comments – surface course tensile cracking. Focus point to monitor. 
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Chainage 70m 

 

Comments – surface course tensile cracks along centre line and evidence of patch repair. Note 
tensile cracks around manhole chamber due to early signs of settlement. Focus point to 
monitor. 
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Chainage 80m 

 

Comments - none 
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Chainage 90m 

 

Comments - none 
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Chainage 100m 

 

Comments – patch repair surrounding manhole cover, slight settlement. Focus point to 
monitor.  
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Chainage 110m 

 

Comments – manhole covers slightly uneven at Ch 115m and Ch 116m. Focus point to 
monitor. 
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Chainage 120m 

 

Comments – uneven kerbs along bell mount of Laith Bank Avenue. 
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Chainage 30m

 

Comments – trench reinstatement along right hand side of carriageway. No joint seal. Focus 
point to monitor.  
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Chainage 140m 

 

Comments - trench reinstatement along right hand side of carriageway. No joint seal. Focus 
point to monitor. Cover within trench on the route of turning construction vehicles. Focus 
point to monitor. 

Some settlement of carriageway on left hand side of. Focus point to monitor. 
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Chainage 150m 

 

Comments – surface course degradation on right hand side of carriageway due to patch repair. 
Focus point to monitor. Evidence of settlement on right hand side. 
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Chainage 160m 

 

Comments - none 
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Chainage 170m 

 

Comments – none. 

 

 
 
 

 


