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Appendix C 

Dobb Top Road – 07/02/25 
 

Chainage 0m 

 

Comments – Worn road markings. Surface course degradation on left hand side and along first 
several metres of centre line.  
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Chainage 4m 

 

Comments – Surface course reinstatement surrounding exiting drainage gully. Potential for 
blocking due to leaves from last year. Centre line worn. 
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Chainage 10m

 

Comments – minor surface degradation on left hand side of carriageway. 
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Chainage 20m

 

Comments – minor surface degradation on right hand side of carriageway. 
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Chainage 25m

 

Comments – evidence of unsurfaced layby / parking space on right hand side. Focus point 
Monitoring recommended. 
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Chainage 30m

 

Comments - evidence of unsurfaced layby / parking space on right hand side. Monitoring 
recommended. 
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Chainage 40m

 

Comments – minor degradation of surface course to right hand side of carriageway. 
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Chainage 50m

 

Comments – none 
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Chainage 60m

 

Comments - none 
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Chainage 70m

 

Comments - none 
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Chainage 80m

 

Comments – surface course reinstatement and minor surface degradation on left hand side of 
carriageway. 
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Chainage 80m

 

Comments – some minor settlement on right hand side of carriageway. 
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Chainage 90m

 

Comments - none 
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Chainage 100m

 

Comments – Surface course reinstatement as a result of a recent kerb line being constructed. 
Poor quality surface course / biner resulting in some premature breakaway at the joints. Focus 
point for monitoring. 
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Chainage 110m 

 

Comments – Continuations of substandard reinstatement due to new kerb line. Some tensile 
cracks to opposite side of carriageway. 
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Chainage 120m 

 

Comments – Continuation of substandard reinstatement due to new kerb line. Localised 
settlement ch 125m and warn SLOW markings. 
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Chainage 127m 

 

Comments – Continuations of substandard reinstatement due to new kerb line.  
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Chainage 130m 

 

Comments - Continuations of substandard reinstatement due to new kerb line.  
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Chainage 136m 

 

Comments - Continuations of substandard reinstatement due to new kerb line.  
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Chainage 140m 

 

Comments – no comments 
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Chainage 150m 
 

 

Comments – tensile cracks in surface course, inspection chamber cover slightly lower than 
surface course.  
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Chainage 160m 
 

 

Comments – surface olong right hand side of carriageway fragmented. Poor and exposed joint 
on left hand side of carriageway.   

 

 


