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1. DO NOT SCALE FROM THIS DRAWING, USE FIGURED DIMENSIONS
ONLY.

2. ALL DIMENSIONS ARE TO BE CONFIRMED ON SITE.
3. ALL DIMENSIONS ARE IN METRES ON PLANS AND MILLIMETRES ON

DETAILS, UNLESS NOTED OTHERWISE.
4. ALL LEVELS ARE IN METRES ABOVE ORDNANCE DATUM.
5. LEVELS HAVE BEEN BASED ON LiDAR AND TOPOGRAPHIC SURVEY

FROM SURVEY OPERATIONS DRAWING 22J116/001 DATED DECEMBER
2022.

6. THIS DRAWING IS PROVIDED FOR INFORMATION ONLY.
7. ESTIMATED WALL HEIGHTS ARE BASED ON THE CRM PHYSICAL MODEL

AND GIVEN RELATIVE TO ADJACENT GROUND LEVELS TO PROVIDE AN
INDICATION OF VISUAL IMPACT.

8. THE EXTENT OF VEGETATION CLEARANCE AND REINSTATEMENT TO
BE AGREED BETWEEN THE CONTRACTOR AND THE TRUST. THE
TRUST IS RESPONSIBLE FOR ALL ECOLOGICAL AND ENVIRONMENTAL
SURVEYS AND PERMITS FOR WORKS.

9. THE TRUST IS RESPONSIBLE FOR ARRANGING PERMISSION TO
ACCESS AND WORK ON THIRD PARTY LAND.
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SLAITHWAITE RESERVOIR

Canal & River Trust
First Floor North, Station House,
500 Elder Gate, Milton Keynes, MK9 1BB
+44 (0) 0303 040 4040

SLAITHWAITE RESERVOIR

www.canalrivertrust.org.uk
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TEMPORARY LOWER CRANE PAD
AND ACCESS CROSSING OVER THE
RIVER CHANNEL FROM THE
SOUTH-EAST.

ACCESS TRACK FROM
HOLME LANE ACROSS
EMBANKMENT

TEMPORARY LOWER ACCESS CROSSING

SMALL BRIDGE CROSSING OVER
HORSESHOE CHANNEL AND LEVEL
ACCESS PAD CONSTRUCTED
NEXT TO LOWER DRAWOFF.

REFURBISHMENT WORKS ALONG
THE UPPER CONCRETE SPILLWAY
DROP SHAFT AND SPILLWAY.
REPLACEMENT OF AUTOMATED
PENSTOCK SYSTEM.

POSSIBLE ROCKY GORGE STABILISATION WORKS.

NEW SPILLWAY CHANNEL TO TAPER TO 3.15 m
WIDTH AT DOWNSTREAM END TO TIE IN WITH
EXISTING SPILLWAY WIDTH.

TUNNEL AND SECOND DROP SHAFT TO
BE FILLED FOR STRUCTURAL STABILITY.

NEW U-SHAPED CHANNEL CONSTRUCTED ON TOP OF EXISTING
SPILLWAY AND WIDENED TO 5m AT UPSTREAM END, WIDTH TO TIE IN
WITH EXISTING SPILLWAY WALLS AT DOWNSTREAM END (APPROX.
3.15m) WALL HEIGHTS VARY ALONG LENGTH TO CONTAIN PROBABLE
MAXIMUM FLOOD FLOWS. WALL HEIGHT APPROX. 3.75m UPSTREAM,
APPROX. 3m DOWNSTREAM TBC.

EXISTING WALLS ALONG SOUTH-WESTERN
SIDE OF SPILLWAY TO BE REMOVED

NEW U-SHAPED CHANNEL CONSTRUCTED WITHIN EXISTING
CHANNEL. WALLS HEIGHTS RAISED AND VARY ALONG
LENGTH TO CONTAIN PROBABLE MAXIMUM FLOOD FLOWS.
WALL HEIGHT APPROX. 5.75m UPSTREAM, APPROX. 3m
DOWNSTREAM, TBC.

MASS CONCRETE FILL AND NEW
REINFORCED CONCRETE SPILLWAY
THE FULL LENGTH OF ROCKY GORGE

NEW PENSTOCK OPERATIONS
KIOSK, WITH FENCING AND
ACCESS TO UPPER SPILLWAY

NEW RAISED WALL TO CONTAIN FULL PROBABLE
MAXIMUM FLOOD FLOWS. RANGES FROM APPROX. 1.3m
AT UPSTREAM END TO 4.2m COMING DOWN THE SLOPE.

POTENTIAL REPAIRS MAY BE REQUIRED
DOWNSTREAM CURVED WEIR, TBC.

GALVANISED STEEL ACCESS PLATFORM FOR
INSPECTION AND MAINTENANCE ACCESS.

GALVANISED STEEL ACCESS PLATFORM FOR
INSPECTION AND MAINTENANCE ACCESS.

UPPER ACCESS TRACK CRANE
PAD FROM HOLME LANE.

EXISTING DWARF WALL TO BE REMOVED

300mm WALL RAISING OF
RIGHT UPPER CHUTE WALL.

EXISTING VEGETATION AT TOP OF
EMBANKMENT TO BE REMOVED.

EXISTING FENCE ALONG DAM
REMOVED AND REPLACED.
NEW FENCE TO BE A LIKE
FOR LIKE REPLACEMENT.

NEW ACCESS STEPS
FOR INSPECTIONS.

EROSION PROTECTION BEHIND NEW
CHANNEL WALL TO PROTECT GROUND
AROUND EXISTING RETAINING WALL.

NEW ACCESS THROUGH CREST
FENCE TO ENTER NEW ACCESS
STEPS ALONG OUTSIDE OF NEW
SPILLWAY WALL. FOR INSPECTIONS,
NOT FOR PUBLIC USE.

BACK OF WALL DRAINAGE CHANNEL

GRADE 2 LISTED BUILDING,
BANK GATE MILL.

INDICATIVE NEW ACCESS PATH AND STEPS
TO ACCESS THE DOWNSTREAM CHANNEL.

NOTE: ALL DIMENSIONS AND LEVELS SHOWN
ARE PROVIDED FOR INFORMATION AND ARE
APPROXIMATE ONLY.

AREAS LIKELY TO ENCOMPASS NEW
CONSTRUCTION AND STABILISATION WORKS

LEGEND:

PROPOSED DEMOLITION WORKS

AREAS LIKELY TO ENCOMPASS REPAIR AND
REFURBISHMENT WORKS

POTENTIAL ROCKY GORGE
STABILISATION WORKS

STEEL 'BUS STOP'

EROSION PROTECTION

GRADE 2 LISTED BUILDING

AutoCAD SHX Text
D

AutoCAD SHX Text
003

AutoCAD SHX Text
C

AutoCAD SHX Text
003

AutoCAD SHX Text
E

AutoCAD SHX Text
003

AutoCAD SHX Text
A

AutoCAD SHX Text
002

AutoCAD SHX Text
B

AutoCAD SHX Text
002


	Sheets and Views
	001


