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SECTION SHOWS STEEL AT CHANGE OF 
LEVEL ALONG GL 1a AND BEYOND GL 2a.
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Copyright Reserved to Sanderson Watts Associates
These plans and specifications are the property of Sanderson Watts Associates, and shall 
not be re-printed or reproduced, in whole or part, without their written consent, nor shall 

any building or structure be constructed in accordance with such plans and specifications 
or any modifications thereof without the written consent of Sanderson Watts Associates.
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SECTION 1-1 (GRIDLINE 1.1)
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SECTION 3-3 (GRIDLINE 1a)
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SECTION 2-2 (GRIDLINE 2.1)

GENERAL NOTES
1. DO NOT SCALE FROM THIS DRAWING.
2. ALL DIMENSIONS ARE IN MILIMETERS U.N.O.
3. ALL LEVELS ARE N METRES ABOVE ORDINANCE DATUM 
U.N.O.
4. THIS DRAWING IS TO BE READ IN CONJUCTION WITH ALL 
RELEVANT ARCHITECTS AND ENGINEERS DRAWINGS AND 
SPECIFICATIONS.
5. ALL BUILDING WORKS TO BE CARRIED OUT IN 
ACCORDANCE WITH THE BUILDING REGULATIONS (LATEST 
EDITION) AND THE CIVIL STRUCTURAL AND ARCHITECTURAL 
SPECIFICATIONS.

6.STEELWORK
a) ALL STEELWORK TO BE MILD STEEL GRADE S355 UNLESS 
STATED OTHERWISE.
b) ALL CONNECTIONS ARE TO BE DESIGNED BY THE 
STEELWORK FABRICATOR TO THE CONNECTION FORCES 
ADVISED BY THE STRUCTURAL ENGINEER. ALL CONNECTION 
FORCES ARE FACTORED.

7. PAINT SPECIFICATION
PROVIDE SHERWIN WILLIAMS SPECIFICATION C3F OR SIMILAR 
TO ALL STEEL ELEMENTS FOR URBAN ENVIRONMENTS WITH 
MODERATE SULPHUR DIOXIDE POLLUTION (15-25 YEARS 
MAINTENANCE PERIOD) OR SIMILAR APPROVED.

SURFACE PREPARATION AND FINISH TO BE IN ACCORDANCE 
WITH THE MANUFACTURERS RECOMMENDATIONS - 
TYPICALLY STEEL ELEMENTS TO BE BLAST CLEANED TO 
SA2.5 TO BS EN ISO 8501-1:2007 WITHIN RANGE OF 50-75 
MICRONS TYPICAL. APPLY MACROPROXY 400 ZINC 
PHOSPHATE EPOXY (180 MICRONS EACH) COAT.
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