
LIDL LARGE WALL MOUNTED BILLBOARD
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3250

5 NO. 3100 X 1250MM WIDE, 0.8MM THICK GALVANISED SHEETS FIXED TO 
TREATED TIMBER SUBFRAME. FIXING BOLTS AND SCREWS IN ACCORDANCE 
WITH STRUCTURAL ENGINEERS REQUIREMENTS.

LOCATION OF SUPPORT BEAM 
BEHIND CLADDING.

POWDER COATED ALUMINIUM.
COLOUR: RAL 9006.

15 NO. 150 X 5MM FIN PLATES FIXED 
TO PFC/ COLUMN. 5 PER ROW.

"BIGLIGHT" FLUORESCENT 
ALUMINIUM SIGNAGE LIGHTING:
PORTLAND LIGHTING 6300mm (2 x 
3150mm SECTIONS) ECOLUXLED 
MINI, 6000k COOL WHITE, 600 
cd/m2, 103.8W, IP65 PROTECTED, 
C/W 4 x 650mm GABLE BRACKETS.
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LIDL LARGE WALL MOUNTED BILLBOARD IN CONTEXT
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5 NO 3100X1250 MM WIDE 0.8MM
THICK GALVANISED SHEETS FIXED TO

TREATED TIMBER SUBFRAMEFIXING BOLTS
& SCREWS IN ACCORD WITHSTRUCTURAL

ENGINEERS REQUIREMENTS

'BIGLIGHT' FLUORESCENT ALUMINIUM
SIGNAGE LIGHTING BY M&E

ENGINEER.
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BILLBOARD TO PROJECT 200MM
FROM FACE OF THE BULDING

DEPTH OF BILLBOARD 200MM
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