
bed1

lounge

stairwell

bed3

s e c t i o n   a - a

Install sound insulation between existing floor joist to 
improve soundproofing. Underboard between joists wih 
9.5mm plasterboard, retaining exposed floor joist feature

Carefully remove existing metal 
spiral staircase serving all floors, 
as indicated with  dotted line. 
Install new oak winder staircase as 
shown, with glass balustrading to 
retain light into the property and 
improve access.

ground floor level

living/dining

bed 3

Bathroom

Staircase

s e c t i o n   d - d

Carefully remove existing metal 
spiral staircase serving all floors, 
as indicated with dotted line. Install 
new oak winder staircase as 
shown, with glass balustrading to 
retain light into the property and 
improve access

Existing non-original stud 
partition walls & doors 
carefully removed as 
shown dotted

Carefully remove existing metal 
staircase, partition wall and 
section of beam & support post as 
shown dotted
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g r o u n d   f l o o r   p l a n

f i r s t   f l o o r   p l a n

a t t i c   f l o o r   p l a n

bed 1 bed 2

bathroom

landing

bed 3 with ensuite

cr11-3cr11-3

cr11-3

Replace solid oak door 
with glazed oak fire 
rated door to existing 
opening and reposition 
as shown

carefully remove dark 
stain on existing beams 
and floor joists to 
restore natural colour

Existing kitchen 
units and 
appliances 
removed and 
replaced with 
new as shown

kitchen

living/dining

Existing exposed stone 
work to stack to be 
repointed with 
hydraulic lime mortor 
due to failed pointingCarefully remove 

existing non original 
metal spiral staircase 
serving all floors, as 
indicated with dotted 
line. Install new oak 
winder staircase as 
shown, with glass 
balustrading to retain 
light into the property 
and improve access

Carefully remove 
existing non-original 
stud partition walls & 
doors as shown 
dotted, and install 
new partition wall 
arrangements as 
shown, to improve 
access, increase 
bedroom sizes to 
accommodate 
furniture, and 
enhance natural light 
through landing

Carefully remove existing boiler 
& associated connections, and 
install new combi boiler to relocated 
position within attic.

Carefully remove existing 
sanitaryware, floor & wall tiles, 
and replace with new as shown

boiler

Carefully remove 
existing central heating 
system throughout 
ground and first floor, 
replace with new 
plumbed underfloor 
heating system

Carefully remove non-original beam 
as shown dotted to create better 
head room to staircase, and install 
new steel within partition wall to 
structural engineers details

Remove non-original  
support post, and 
install new support 
within partition wall

Existing boiler flue to be removed and 
filled following re-location of boiler 

650

Section of existing 
beam to be removed 
to accomodate 
staircase

e x i s t i n g  b o i l e r  f l u e  

t o  b e  r e m o v e d  

a n d  f i l l e d  f o l l o w i n g  

r e - l o c a t i o n  o f  

b o i l e r  t o  a t t i c

Carefully remove 
existing sanitaryware,  
and replace with new 
as shown Carefully remove 

existing fitted wardrobe 
shown dotted, & install 
fitted drawers to roof void 

remove and replace 
existing water tank and 
replace with new 
combi boiler with flue 
exiting the roof

Carefully remove 
and fill existing door 
opening 

Install new conservation 
roof lights to improve 
natural light, ventilation 
and head height

Replace 
existing roof 
light with new 
conservation 
rooflight as 
shown

Carefully remove existing metal 
staircase and partition walls, all 
non-orignal, and replace with new 
oak winder staircase and partition 
walls with new doorway as shown

Carefully remove existing 
painted plasterboard to all 
external walls throughout 
the property and replace 
with insulated lime plaster to 
improve thermal efficiency

carefully remove existing 
central heating system 
throughout, replace with UFH

Small low level cupboard to house 
manifolds serving new UFH system

kitchenliving/dining

bed 1 bed 2

bed 3 open storage

s e c t i o n   b - b

Install approperiate thermal insultation to 100mm void below existing suspended floorboards.
Install Minitec low profile UFH system in 25mm Cemfloor Screed to existing suspended 
floorboards throughout ground floor level. 

install Minitec low profile UFH system in 
25mm Cemfloor Screed to existing suspended 
floorboards throughout first floor level

Staircase serving first floor to attic floorStaircase serving ground floor to first floor - to be removed & 
replaced by new oak winder staircase in similar style to images 
below

Non-orignal beam to be 
removed to increase 
headspace and improve 
access

Non-orignal post to be 
removed to improve 
access, new support post 
to be installed within wall 
partition

Approximately 650mm 
section of beam to be 
removed to create access 
for new winder staircase

Full design details for the proposed new 
staircase will be submitted following 
listed building consent approval for the 
removal of existing spiral staircase and 
section of beam and post serving the 
new staircase to the attic floor. This will 
include full structural engineers details. 
The new design will be developed in 
accordance with conservation principles 
and will be sympathetic to the historic 
character and architectural significance 
of the listed building. All materials, 
proportions, and detailing will be carefully 
considered to ensure the new staircase is 
appropriate to its context and enhances 
the building's internal appearance. 
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