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COUNCIL'S OFFICER.
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INTERNAL WORKS
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EXISTING PAY & DISPLAY
MACHINE HAS BEEN RELOACTED
ON THE FOOTWAY IMMEDIATELY
SOUTH OF 'BACK UNION STREET'

STATUTORY UNDERTAKERS' ASSETS ARE
PRESENT IN THE AREA. CONTRACTORS
TO IDENTIFY AND MARK ALIGNMENT OF
SERVICES AND CONFIRM THE EXACT
LOCATION OF THE GUARDRAIL ON THE
SITE WITH THE ENGINEER.
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1) ALL DIMENSIONS ARE IN METERS UNLESS STATED OTHERWISE.

2) ALL WORK SHALL BE CARRIED OUT IN ACCORDANCE WITH THE SPECIFICATION FOR HIGHWAY
WORKS AND LOCAL AUTHORITY GUIDANCE.

3) IT IS ASSUMED THAT ALL WORKS ON THIS DRAWING WILL BE CARRIED OUT BY A COMPETENT
CONTRACTOR WORKING, WHERE APPROPRIATE, TO AN APPROPRIATE METHOD STATEMENT.

4) THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL OTHER RELEVANT DRAWINGS, ANY
DISCREPANCIES, ERRORS OR OMISSIONS ARE TO BE BROUGHT TO THE ATTENTION OF SCP.

5) UNDERGROUND SERVICES ARE PRESENT IN THE AREA CONTRACTOR IS TO CONFIRM THE PRECISE
LINE AND DEPTH OF ANY SERVICES PRIOR TO THE COMMENCEMENT OF EXCAVATION WORKS.

6) P&D MACHINE AND ASSOCIATED SIGN HAVE BEEN RELOCATED. INDICATIVE LOCATION PROVIDED
BY KIRKLEES COUNCIL (REFER TO DRAWING 241063-1200-001 FOR LOCATION).

7) WHERE THE STEPPED TIE-IN ENDS CLOSE TO THE CARRIAGEWAY CENTRELINE, THE WEARING
COURSE SHALL BE RESURFACED TO THE ROAD CENTRELINE.

8) FOR CONSTRUCTION DETAILS REFER TO DRAWING '241063-4000-001' AND KIRKLEES COUNCIL'S SET
OF STANDARD DETAILS.

NOTES
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Scale 1:500 @ A1 - 1:1000 @ A3

PROPOSED CARRIAGEWAY

PROPOSED FOOTWAY

PROPOSED TACTILE PAVING (450mm x 450mm)

G

PROPOSED KERB LINE

EXISTING GULLY TO REMAIN

U EXISTING UTILITY BOX TO REMAIN

HIGHWAY BOUNDARY

S184 BOUNDARY

BT EXISTING BT CHAMBER TO BE DEMOLISHED AND REBUILT TO CARRIAGEWAY SPECIFICATIONS - TO BE
CONFIRMED BY BT. WORKS TO BE UNDERTAKEN BY OTHERS AS PART OF THE SCHEME DIVERSIONARY WORKS.

GEOMETRY DESIGN CHECK - PRIORITY JUNCTION
DESIGN MANUAL FOR ROADS AND BRIDGES VOLUME 6: CD 123 GEOMETRIC DESIGN OF AT

GRADE PRIORITY AND SIGNAL CONTROLLED JUNCTIONS
60B DESIGN SPEED (30mph)

DEFINITIONS REFERENCE STANDARD TO BE ACHEIVED JUNCTION

CORNER RADII ENTRY 5.6 6.0m MINIMUM 6.00m+

CARRIAGEWAY LANE 7.7 & 7.8.3 3.00m - 3.65m 3.00m+

KEY TO HEALTH AND SAFETY SYMBOLS

INDICATES A RESIDUAL RISK AS A
WARNING.

IMPORTANT
HEALTH, SAFETY & ENVIRONMENTAL

INFORMATION

IN ADDITION TO THE HAZARDS AND RISKS NORMALLY
ASSOCIATED WITH THE TYPE OF WORK DETAILED ON THIS

DRAWING, PLEASE NOTE THE FOLLOWING ADDITIONAL
HAZARDS AND RISKS:-

HAZARD WARNINGS

1. LIVE TRAFFIC - CARRIAGEWAY TO BE MANAGED TO ENSURE
SAFE OPERATION AND MANAGEMENT OF LIVE TRAFFIC AND
CONSTRUCTION TRAFFIC. RISK OF INJURY TO PUBLIC AND
CONTRACTORS. REFER TO DRA.

2. POTENTIAL SHALLOW SERVICES / DEEP ECAVATIONS

FOR MORE DETAILED INFORMATION PLEASE REFER TO THE
DESIGNERS H&S HAZARD RECORD AND HEALTH AND SAFETY RISK
ASSESSMENT. EVERYDAY OR LOW RISK HAZARDS HAVE NOT BEEN
INDICATED ON THIS DRAWING, NEITHER HAVE HAZARDS THAT
SHOULD BE OBVIOUS TO A COMPETENT CONTRACTOR. SHOULD
ANY ADDITIONAL HAZARDS BE IDENTIFIED THE CONTRACTOR
SHOULD NOTIFY ALL THE RELEVANT PROJECT TEAM MEMBERS.

1. LIVE TRAFFIC - CARRIAGEWAY TO BE MANAGED TO ENSURE
SAFE OPERATION AND MANAGEMENT OF LIVE TRAFFIC AND
CONSTRUCTION TRAFFIC. RISK OF INJURY TO PUBLIC AND
CONTRACTORS. REFER TO DRA.

2. POTENTIAL SHALLOW SERVICES /
DEEP EXCAVATIONS

PROPOSED CARRIAGEWAY TIE-IN (2000MM) (REFER TO NOTE 7)

PROPOSED FOOTWAY TIE IN (600mm)

PROPOSED PEDESTRIAN GUARD RAIL

MH EXISTING MANHOLE TO REMAIN
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