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PROPOSED RETAINING WALL
APPROX 20m LONG

MAX RETAINED HEIGHT = 1.1m

PROPOSED RETAINING WALL
APPROX 65m LONG
MAX RETAINED HEIGHT = 2.5m

PROPOSED RETAINING WALL
APPROX 30m LONG

MAX RETAINED HEIGHT = 1.7m
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PROPOSED RETAINING WALL
APPROX 26m LONG

MAX RETAINED HEIGHT = 1.7m

242.200m

146.70 INDICATES PROPOSED CONTOUR LEVELS.

INDICATES PROPOSED FALLS
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DESIGNER RISK INFORMATION
IN ADDITION TO THE HAZARDS/RISKS NORMALLY
ASSOCIATED WITH THE TYPES OF WORK DETAILED ON
THIS DRAWING, NOTE THE FOLLOWING:-

CONSTRUCTION:

MAINTENANCE/CLEANING:

DECOMMISSIONING/DEMOLITION:

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT
BY A COMPETENT CONTRACTOR WORKING, WHERE
APPROPRIATE, TO AN APPROVED METHOD STATEMENT.
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PROPOSED LEVELS
SCALE 1:200

LEVELS INDICATED ARE GENERAL SITE LEVELS ONLY.
FOR DETAILED SITE LEVELS OUTLINING BUILDING
ACCESS AND TO FORM PART OF APPROVED
DOCUMENT M PLEASE REFER TO ARCHITECTS
DRAWINGS

THIS DRAWING IS BASED ON THE FOLLOWING:
ARCHITECTURAL LAYOUT: 2402 P 102 PROPOSED SITE
PLAN

TOPOGRAPHICAL DRAWING: LATITUDE SURVEYS -
MELTHAM ROAD, MARSDEN REF EH1012 DATED
OCTOBER 2025

PROPOSED LEVELS KEY

GENERAL NOTES

LEVELS PROVIDED AT BASE OF KERB. ALL KERBS
ASSUMED TO BE 125mm UPSTAND

ALL EMBANKMENT BATTERS TO BE NO STEEPER THAN
1:3.

KEY

MAJOR CONTOURS @ 0.5m INTERVALS

MINOR CONTOURS @ 0.1m INTERVALS

CONTOURS ARE PROVIDED FOR INFORMATION ONLY.
THE EARTHWORKS CONTRACTOR SHOULD DEVELOP
THEIR OWN EARTHWORKS MODEL AND SATISFY
THEMSELVES THAT THE LEVELS ARE IN AGREEMENT
WITH THIS DRAWING.

LEVELS INDICATED ARE GENERAL SITE LEVELS ONLY.
FOR DETAILED SITE LEVELS OUTLINING BUILDING
ACCESS AND TO FORM PART OF APPROVED
DOCUMENT M PLEASE REFER TO ARCHITECTS
DRAWINGS

LEVEL AT BOTTOM OF KERB
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