
SW19
CL 193.183
IL 189.305

SW20
CL 191.579
IL 189.200

16
25

825Ø

Excavation backfilled at 45° from base of tank
with suitable granular material

500mm Working space

Vent Pipe

100mm Blinding / Protection Layer
consisting of Single Size Aggregate
such as 10mm Pipe Bedding.

600Ø Perforated Pipe

300g Non woven protective
fleece surrounding fully
welded 1mm geo-membrane

Tank formed from 4No. Layers Wavin
AquaCell NG Units at 400mm plus 25mm base

600Ø Perforated Pipe

Tank IL: 189.202 TBCTank IL: 189.300 TBC Tank laid to
fall @ 1:475

300mm TwinWall

Mortar haunching to
manhole cover and frame
2 - 4 courses of Class B engineering bricks,
concrete blocks or pre-cast concrete cover
frame seating rings

Flexseal coupling  - OD 315mm to 348mm
NG shaft connector ANG-TA

IP3
CL: 193.046
IL: 189.298

Wrekin ductile iron cover features an overall frame size of 400x400 mm
with a 300 mm opening, designed to meet the B125 loading class
to be bedded on mortar in accordance with manufacturers instructions

IP2
CL: 191.670
IL: 189.204

CL: 193.183 -
191.579 TBC

2No. 450Ø
IL: 189.905

2 No.450Ø
IL: 189.800 TBC
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NOTES

1. Proposed Hydro WMS layout.
2. All dimensions are in millimetres, all

elevations in metres unless otherwise
stated.

3. All temporary and enabling works by
others.

4. All dimensions of fabricated items are
nominal and may vary within
manufacturing tolerances.
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Tank Storage:
Total Vol = 1505.790m³
Net Vol ≈ 1445.558m³
At 96% min Void Ratio
5148 AquaCell NG units
1287 NG base units

*Extents of excavation to be an additional
500mm around the perimeter of the tank*

Tank Storage:
Part A:
46.8 x 4.8 x 1.625m deep
Part B:
46.8 x 15.0 x 1.625m deep

Stone Storage:
46.8 x 1.8 x 1.625m deep
Total Vol = 136.89m³
Effective Vol ≈ 47.912m³
At 35% min Void Ratio
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