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CL: 319.900
IL: 318.550

MHF01  (Ø1.2m)
CL: 322.000
IL: 320.650

MHF03  (Ø1.2m)
CL: 321.020
IL: 319.670

MHF02  (Ø1.2m)
CL: 320.410
IL: 319.060

MHF04  (Ø1.2m)
CL: 320.550
IL: 319.200

MHF01  (Ø1.2m)
CL: 319.350
IL: 318.000
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50m³ GEO-CELLULAR
HIGHWAY SOAKAWAY
(29m² x 1.83m DEPTH)
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MHS01  (Ø1.2m)
CL: 320.910
IL: 319.560

MHS02  (Ø1.2m)
CL: 319.350
IL: 318.000

KEY:

SITE BOUNDARY

EXISTING COMBINED SEWER

FOUL WATER SEWER

FOUL WATER MANHOLE

PRIVATE SOAKAWAY

HIGHWAY SOAKAWAY WRAPPED IN
GEO-TEXTILE MEMBRANE

NOTES
1. ALL SURFACE WATER PIPES <300mm IN DIAMETER TO BE uPVC MATERIAL
2. ALL SURFACE WATER PIPES 300mm OR LARGER TO BE CONCRETE
3. ALL FOUL WATER PIPES TO BE VITRIFIED CLAY

TYPICAL PRIVATE TRENCH SOAKAWAY SIZE

FEH22 Rainfall Analysis
Design Storm Return Period 1 in 100 year + 40% CC
Infiltration Rate, (m/s) 0.000139
Safety Factor 2.0
Porosity 0.3

Contributing
Area m²

Volume of Storage
below Invert Level

100m²
150m²
200m²
250m²

7m³
11m³
15m³
19m³

N
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· Sanderson Associates Consulting Engineers ("the consultant"), has not checked or verified, and shall have no
liability whatsoever for any inaccuracies which may be attributable to any data, reports, base plan(s) and
drawings provided by the client, or purchased by the consultant on the client's behalf, that may have been utilised
within this drawing.

· The consultant shall not be liable for the use by any person of any document for any purpose other than that for
which the same were provided by the consultant.

· No liability whatsoever is accepted by the consultant for any error or omissions.
· The consultant accepts no liability for any vehicle specification errors within the vehicle track software used and /

or it's vehicle libraries.
· The locations of utilities apparatus, if shown, is reproduced from plans supplied to the consultant, although care

has been taken when duplicating this information. These locations are approximate only and no guarantee can
be given for their accuracy. It is the client's or it's appointed agent/contractors responsibility to verify the exact
locations on site by hand dug trial holes or other appropriate means prior to mechanical excavation.

· Service connections are not shown but their presence should be anticipated.
· Reference to any third party equipment shown on this drawing was only relevant at the time the drawing was

prepared.
· It is the client's responsibility to ensure that any equipment ordered meets the design.
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· Drainage networks subject to Yorkshire Water comments and approval.


