SCALE - 1:200
[Planting Schedule |
Trees] e ey —
Abbreviation|Species Height Girth Specification Pot Size |Number of Plants 0 5 10 15 20 25
BP Betula pendula 350-425cm|12-14cm|Heavy Standard: 3x |RB 1- m m m m m m
MALDOWA |Malus 'John Downie' |350-425cm|12-14cm|Heavy Standard: 3x |RB 3-
PAM Prunus 'Amanogawa' | 350-425¢cm |12-14cm|Heavy Standard: 3x (B 4 -
SJR Sorbus 'Joseph Rock'|[350-425¢cm|12-14cm |Heavy Standard: 3x|B 4 -
Total :12 - SPECIFICATION
GROUND PREPARATION - GENERAL
Preparing for topsoiling
Hedges 25 No.FS Grading and cultivation shall be in accordance with BS 4428:1989 section 4. Subsoil that is GRASS SEEDING AND MAINTENANCE
Abbreviation|Species Specification Height |Pot Size|Density |Length Number of Plants 0. to receive topsoil shall, whether obviously overcompacted or not, be thoroughly broken up by iIP . tivati
- - hand, by heavy rotovator, by subsoiler or tined equipment with adequate passes made to SI°' repgratlon a“d. Cultivation ) o
BS Buxus sempervirens Single row 30-40cm | 5L 4/m 23.2438m 95 - 108 No.FS thoroughly break up the surface to a depth of 150mm, cleared of all large stones, bricks, Final grading of topsoil shall be agreed by the Landscape Architect before cultivation and
- N\ i ina livi i seeding. All areas to be seeded shall be cultivated to 150mm depth and all weeds, stones
- - perennial weeds, tree roots (excluding living tree roots), coarse vegetation and other 9 p ) )
FS Fagus sylvatica - - D.OUble staggered row 60-80cm|B 6/m 131.9584m 800 N\ 3 No.PFF extraneous matter. and refuse larger than 50mm shall be removed to tip. Cultivated soil shall be rolled and raked
PLO Prunus laurocerasus 'Otto Luyken'|Single row 60-80cm [5L 4/m 12.6947m 53 - 3 No.CAB to produce a tilth 25mm deep. Allow for hand cultivation where machine work is not possible.
Total :167.8969m | Total :948 - Subsqil grading . . Seed sowing must immediately follow the preparation of the seed bed.
o 3 No. AJV Subsoil shall only be graded after loosening as above, and this shall be undertaken by the .
\ in store 3 No.HH use of a tractor and blade grader on large areas and by a small mechanical grader or by Seedmg . ) o , .
= \\ 4 No. SKJ hand on small areas. Ground shall at no time be traversed by heavy machinery, for grading Sowing shall be carried out during calm weather. All sowing is at the contractor's own risk
: \ . e or any other purpose after subsoiling and/or topsoiling has taken place. and any areas where germination fal.|S shall be rg—seeded at the contractor's own expense.
Shrubs \ 4 No.BCO The operation should be carried out in equal sowings and transverse directions and the seed
o, T e " . T ; P hall be raked or harrowed in. Sowing shall be at the rate of 50 grammes per sq.m. and
Abbreviation | Species Specification|Density |Height  |Pot Size | Area Number of Plants Making up levels S ;
P - — - - P 2 y 9 > \ = When subsoil is deposited in low lying areas to raise formation levels, it shall be lightly overseeding shall be at a rate of 20 grammes per sg.m.
AJV Aucuba japonica 'Variegata 4/m 40-60cm|[5L 4.9987m 23 - consolidated and left broken up ready to receive topsoil. Imported fill material shall be natural Seed Mi
BCO Bergenia cordifolia 6/m?2 20-30cm | 3L 9.8851m?2 64 - subsoil free from metal, concrete or organic material with any one dimension greater than eed Mix ) ) )
9 - - ! 100mm. All imported fill material shall be approved by the Landscape Architect prior to The seed mix shall be A22 mix, obtainable from Germinal Seeds GB.
CAB Ceanothus 'Autumnal Blue 4/m? 40-60cm|3L 3.6603m? 17 - spreading on site. Grass seed shall be of the composition, purity and germination as specified in BS 4428:
Y ot ' Upper FFL +97.000 1989. Certificates of purchase shall be provided for all deliveries prior to the sowing of grass
2 2 #
EEG Euonymus fortunei 'Emerald 'n' Gold 6/m 20-30cm | 3L 10.2601m 68 - Lower FFL +94.300 Supply of topsoll seed stating source, mixture, purity and germination percentage.
ESQ Euonymus fortunei 'Silver Queen' 6/m? 30-40cm|3L 5.339m? 34 - Topsoil to be supplied shall be approved by the Landscape Architect and details of the Alterlnative cultivars of the above species may only be used if approved by the landscape
EUEG Euonymus fortunei 'Emerald Gaiety’ 6/m? 20-30cm | 3L 3.1532m? 21 - PLOT 01-03 source of supply shgll be provided in order that inspection may be me_1de before deli_v_ery_ architect.
- — - > > 182P/2B3P commences. Topsoil shall conform to BS 3882: 2015, Recommendations and classification .
HEP Hebe plngwfolla Pagel 6/m 30-40cm|3L 4.7871m 32 - Cottage Flats Type 2\1 for topsoil, clause 4.1a. The soil shall be free of weeds, roots or perennial weeds, pests, I;\ll'lotectlon t;f Newly ?eedeﬂ T;aj von & that pedestri 4 other traffic d .
; [TET) ' 2 2 diseases, debris, tree roots, sticks, subsoil and foreign matter and shall be capable of bein reasonable precautions shall be taken to ensure that pedestrian and other traffic does no
HH Hyper!cum H'dCOt‘e 6/m 30-40cm | 3L 3.7084m 23 - \' * broken down to a fine tilth. 9 P 9 cross the grass areas t_Juring cultivation, seeding or until grass is established. Where obvious
HMW Hebe 'Mrs Winder 6/m? 30-40cm|3L 14.4153m? 94 - - 20 Short cutting' is occurring, the contractor shall erect an approved temporary fence so as to
T § ol i minimise the maintenance period or until such time as it is no longer necessary, or as
LAV Lavandula angustifolia 'Vera' 6/m? |30-40cm|3L 7.5911m? 50 - @ Temporary topsoil heaps i i directed P ° i
The depositing of temporary heaps of topsoil shall be so arranged that possible damage to I :
. . A i ] 2 2 \
MAP Mahonia aquollum Apollo 5/m 30-40cm|3L 2.0326m 11 - \ existing grass, plants, tarmacadam, paving etc, is avoided. Unless otherwise agreed by the First Cut
iAric ! 1 2 ~ 2 _ §/ \ Landscape Architect, temporary spoil heaps shall be on protected ground. Such protection iIrstCu ) o . .
PFF P|e.r|s I.:o.rest F_Iame 4/m 40-60cm| 5L 5.4588m 25 shall take the form of tarpaulins, plastic sheets, boards or similar covering. If damage does When the grass is 100mm high, it shall be cut down to 50mm so as to avoid root pulling. If
SKJ Skimmia japonica 6/m? 30-40cm | 3L 12.164m? 79 - PLOT 08 FRL 404,650 % occur, it shall be made good at the contractor's own expense. Areas excavated to receive tr;fe grgstskhas bf?e'r; allowed to grow any longer than 100mm then the cuttings shall be raked
— — ; i i off and taken off site.
) Senecio 'Sunshine 6/m?2 30-40cm | 3L 4.7987m2 32 - 3B4P House Type 1 5 No.HEP . topsoil but have not had the: base loosened shall not be usgd as temporary offlloadlngl areas.
- o 2 2 { j o) If the bottom of the excavation has been loosened off, loading on these areas is permissible.
VD Viburnum davidii 6/m? _[30-40cm[3L___ [9.9777m 67 - o pLoT 07 : Whon the grass is Gmm high a second cut shall be carred
i i the grass is 65mm high a second cut shall be carried out using a rotar
. 2 2 13 No.PLO Spreading topsoil en ) U
Total :102.2301m?|2.2301m \\\ |///// 2;’;’:335‘3 3B4P House Type 1 B! 0 Prior to topsoil replacement the formation level shall be cleared of all stones, rubbish, debris mower.  No more than one third of the foliage must be removed.
\\ U 7, PLOT 05 == 6 NO-/\BCO with any one dimension greater than 75mm. Areas to be seeded or turfed shall be covered
2 7 2B3P House ° 6 No.MAP by topsoil 100mm thick and areas to be planted shall be covered by topsoil 300mm thick. Subsequent Cuts o ) .
- - PLOT 04 FFL+93.900 : R Topsoil shall be spread in an evenly consolidated layer and shall be left cleared of all roots, Thereafter, when the grass grows to 100mm high, it shall be cut down to 50mm with a flail
Native Hedge Mix - Double Staggered row | B4P House Type 2 @ 6 No.EUEG stones and debris with any one dimension greater than 50mm throughout its depth. Unless tbype rtnower, untlll ths erlmd;)f thgi matln;enance period, or longer if so directed. The grass shall
At ; ot ; ; ; ; ; T otherwise stated the finished level shall be 25mm above adjacent hard areas. No topsoil shall € cut on a regular basis It so directed.
Abbreviation|Species . Specification [Height |Pot Size |Density |Mix Species Contribution |Length Number - bLOT 05 0 14 I\\lo PLO Footarin reiiied be sprond untl the subsoil grade has beon inepectod by 4 Landscane Architect .
ROSAR Rosa arvensis Transplant 1+1|60-80cm |B 6/m 5% 4.9942m 30 - /I ‘\\\ 2B3P House . 6 Ne EEG "A"ak'g'@lf G?°d o shrink i ation or i il be made dood
- AW . ny defects such as shrinkage, ponding, sparse germination or disease shall be made goo
ROSCA Rosa canina Transplant 1+1/60-80cm |B 6/m 5% 4.9942m 30 - / = \ % PLANTING and re-seeded all as above.
ILEA llex aquifolium Container __ |60-80cm|5L 6/m _ |10% 9.9884m 60 - % susuul =] A hb3.525 5 No,MAP Cultivation R
A= ; i iqi amage to Existing Grass
CORAV Corylus avellana Transplant 1+1]60-80cm|B 6/m 20% 19.9767m 120 - 1 No.BP % @ 6 No.HEP g:iﬂtr',zgi:;iar:piﬁgéﬁi?;%a;ﬁz trgti\?:f;? gﬁffg?g;;;geb?irggatliﬁf:?:;,g;‘,?’gﬁ::rthe The contractor will be responsible for cultivating, seeding and maintaining, as above all areas
PRUSP Prunus spinosa Transplant 1+1/60-80cm|B 6/m 20% 19.9767m 120 - DDD = @ PLOT 10 @ © 11 No.PLO debris arising which have any dimensions greater than 50mm and remove off site to tip. Do of 9;'5“”9 turf t:]at are Star?agetd fjl:r'”g thetgou:;e of the workh§ fgr reasonslfﬁ)f slfordagf?’ s
= 2B3P H . i i i i ] working areas, transport of materials excepting those areas which are specifically define:
CRAMON Crataegus monogyna | Transplant 1+1/60-80cm B 6/m 40% 39.9534m 240 - 05 0 @ @ = ouse R \ 5 No.BCO not cultivate across any drain where the stone is flush with the ground surface and measured in the contract
Total :100% Total :99.8836m | Total :600 - O @ \ D ) - 5 No. VD Soil improvers Any areas, which in the opinion of the Landlscap@T Architect, are cgnsoligated during the
o FFL 495500 ) FFL 193225 i \ Where directed composts, fertilisers or other additives shall be incorporated into the soil. course of these works, shall be loosened with a ripper or other suitable implement to ensure
D FrL 93 500 : e 4 No.EUEG h Spent mushroom compost or similar shall be spread to the specified thickness and adequate drainage through the sub soil.
TFFL 199,500 " D 8 No.HEP incorporated, by rotovating, into the top 150mm. Fertilisers, organic or inorganic, shall be
- +33. = @ . | raked into the top 25mm.
Climbers @94150 5 = S =) @ e
—- - — - . i PLOT 11 \ 15 No.PLO | _—
Abbreviation|Species Specification Height [Pot Size|Number of Plants © 283P House % g \ [ Rejection of plants WILDFLOWER SEEDING & MAINTENANCE
- - - = 3 \ | All plant material should comply with the minimum requirements in BS 3936-1: 1992 . .
CMO Clematis montana Ready trained on trellis [60-80cm| 5L 4 - é “ ° ::\ 7*N0‘ EEG (| Specification for trees and shrubs and BS 3936-4: 2007 Specification for forest trees and BS Preparatluon for segdmg ) . )
Total 4 - 3 No.LAV 4 No.CMO FFL +92.550 6 No. VD | 8545: 2014 Trees from Nursery to Independence in the Landscape. Any plant material, which No topsoil shall be imported in to the wildflower areas and seed should be sown into good
) . i ini i i lity, clay free sub-soil.
4 No. HMW] 0. \ Q /1 I in the opinion of the Landscape Architect, does not meet the requirements of the qua S
N\ 4 s =8 3 No.BCO PLOT 12 - ‘ I Specification, or is unsuitable, or defective in any other way, will be rejected. The minimum The area shall be cultivated to 150mm depth and all weeds, stones and refuse larger than
120 No. CORAV L ¢ - 4 No.EUEG == — 3 No.PFF 3B4P House Type 1 ﬂ\j g ”0‘ IF_’lA:\F/ | ‘ specified sizes in the plant schedule will be strictly enforced. The contractor shall replace all 50mm shall be removed to tip (Cultivation of soil not to occur beneath existing tree canopies).
" 240 No.CRAMON A == 1 U ~ 0. I plants rejected at his own cost. Cultivated soil shall be rolled and raked to produce a tilth 25mm deep and left for 2-3 weeks
Bulb Mix ' s 4 No.SKJ O ‘ ‘ I isti in th k inate. After 2 k ff of th
60 No.ILEA ' ' . Al to allow eX|§t|ng weeds in t. e seed pan to germinate. Iter -3 weeks, a spray off of the
Abbreviation |Species Density | % Contribution| Area Number 120 No.PRUSP |‘ 5 7 No. ES,/Q /// | ' Planting newly germlpzted v(\;e?tdiwnl' be czfrlfdl ou:t, allttr)]wed to gle bback and thendrakzd off.dSeed
' Y N \ I All plant material shall generally be planted between November and March in open cool sowing must be undertaken Immediately after the area has been prepared and weeds
CROCHBP_|Crocus Chrysanthus ‘Blue Pearl' 20/m? |20% 5.5761m? 112 - 30 No.ROSAR ! 183 No.FS V \\\\\l /// //// \ //é/ // 13 No.BCO I weather. Planting shall not take place in frosty, snowy or waterlogged conditions. Where removed, lightly watering area before seeding. Seed shall be sown during late August or
CROCHCB |Crocus chrysanthus 'Cream Beauty‘ 20/m? |10% 2.788m? 56 - 30 No.ROSCA ° § = é 14 No. SKJ [ “:\ approved, pot or container grown plants may be planted outside the described season, but September or, if this is not possible, during April to May.
CROCHSB_|Crocus chrysanthus 'Snow Bunting' |20/m? _|30% 8.3641m? 168 - = = = | 14 No.HMW —15 No.HH ) it pror o pienting,  Pped: Torn or damaged roots and branches shallbe cleanly Wildflower seeding
: e = u i ing.
N — -~ / \ - i |\ . . . . . . .
NARTT Narcissus 'Tete a Tete' 20/m? [40% 11.1522m? 224 - 3 = NN \ - I — N Sowing shall be carried out during calm weather. All sowing is at the contractor's own risk
Total :27.8804m?| Total :560 = \& / N\ %%// Q\\ — - — - :‘ [ Planting of whips, transplants and shrubs and any areas where germination fails shall be re-seeded at the contractor's own expense.
otal :27. m otal : - |/ ” ‘\\% / S cL I The nature of the material to be planted is variable and the contractor shall allow for planting The operation should be carried out in equal sowings and transverse directions. The
9 No.HMW L 11 to be properly carried out in all cases as described in BS 4428: 1989 section 7 Amenity tree contractor must ensure that the grass and wildflower seed is thoroughly mixed throughout
N ) 1 No.SJR (. planting, section 8 Woodland planting and section 9 Planting of shrubs, herbaceous and sowing. The seed mix shall be sown at the rate specified by the manufacturer and then raked
1 12 No.FS I bulbs. All plants shall be planted at same depth, or very slightly deeper, as they were grown. into the soil surface and lightly rolled.
Native Hedge Mix No Blackthorn| | 1 No.SJR 36 No.FS . Roots shall not be bent, broken or forced into inadequate pits or notches. Plants shall be
— - . - - - - - — : | ] upright, firmed in and wind resistant, with no air pockets around roots. All pots and root Wildflower seed mix
Abbreviation|Species Specification [Height |Pot Size|Density |Mix Species Contribution|Length Number | ‘ wrappings shall be carefully removed prior to planting. All pots and wrappings arising shall Sow the wildflower seed available from Emorsgate Wild Seeds. Certificates of purchase shall
CORAV Corylus avellana Transplant 1+1/60-80cm|B 6/m 25% 7.9458m 48 - 112 No. CROCHBP y 5No.SS 6 No. SKJ | | immediately be picked up and stored ready for removal to tip. Plants shall be planted at the be ;;rovidded for all ?eliveries ptrior tosthe sowing otftt)he \;v_ilddf!ower mix,t stiting source, mixture,
’ [ specified centres. On steep slopes this shall be in the horizontal measure. purity and germination percentage. Sources must be of indigenous stock.
CRAMON | Crataegus monogyna| Transplant 1+160-80cm|B 6/m  |40% 12.7132m 77 - 56 No. CROCHCB 1 No.SJR 25 No.FS — 7 6 No. HMW ———~{ 4 No.CAB (. i PeeP
ILEA llex aquifolium Container __ |60-80cm[5L __[6/m _ [15% 4.7674m 29- 168 No. CROCHSB 7 No.ESQ | 7 No.ESQ A N 6 No.PFF ' 2 No, LAV () Tree planting within soft landscape areas Protection of newly seeded wildfiower areas
i 0 224 No.NARTT . A | \ 2 6 No.CAB 5. NO, BCO A Trees shall conform to BS: 3936-1: 1992 and be planted in tree pits of the following sizes All reasonable precautions shall be taken to ensure that pedestrian and other traffic does not
ROSAR Rosa arvensis Transplant 1+1/60-80cm |B 6/m 10% 3.1783m 20 - * \ \\\\l / W / \ 4 No.SS - 28 0. '5 No. HMW I/l unless directed otherwise: cross the wildflower areas during cultivation, seeding or establishment. Where obvious short
ROSCA Rosa canina Transplant 1+1|60-80cm (B 6/m 10% 3.1783m 20 - \ N\ \\\§\ / ‘7’N'0 VD 7 No. SKJ 4 NO AJV I/ Feathered trees - 900 x 900 x 450 cutting Iis occurring, the contraptor shqll ereot.a.n approved temporary fence so as to minimise
. ) . . / = ' ) I/ Selected standards - 1000 x 1000 x 600 the maintenance period or until such time as it is no longer necessary, or as directed.
Total :100% Total :31.783m| Total :194 - N b 5 s =_ 7 No.HMW / I Heavy standards/Extra heavy standards - 1200 x 1200 x 600
. | = 5 No.LAV | Excavated subsoil or stone shall be carted off site to tip. The bottom 250mm of the pit shall First cut of wildflower meadow
29 No.FS = . be dug and broken up. The bottom of the pit shall be backfilled with subsoil (site or imported) Areas seeded during August to September shall be cut lightly in the spring using a flail
! L@No SSZ% Q\§ ] (- to comply with BS 8601: 2013. The top 300mm of the pit shall be backfilled with imported mower, or strimmer, when the meadow reaches a height of 100mm. Areas seeded during
| ) /// e A | “ | topsoil as specified unless directed otherwise. April to May shall be cut in October when flowering is over. In both cases, all cuttings shall be
) 7 No.HMW i . 6 No. SKJi PLOT 13-14 5 No.EEG | ‘ raked up and removed from site.
w L - _ - 1 . .
0 (=) 1B2P/2B3P ‘ Compost for planting pits
6 No.VD — =— E No;;BEE Cottage Flats Tvoe 1 4 No.HMW [l ‘ Compost shall be a proprietary product, bark based incorporating fertilisers and improving Subsequent cuts
. 8 No. AJV . riL+91:5 No. VD 40 No.BS N/ additives. The type of compost shall be approved before its delivery on site, and the details Hereafter cutting shall be undertaken, with a flail mower or strimmer, when flowering is over,
8 No.EEG T % ~ 6 No.SKJ [l of the product shall be supplied. Cambark planting compost is approved. Where directed twice annually during July to August and September to October. All cuttings shall be raked up
85 No.FS 9 No. SKJf -7 No.EEG 2% 4 NOH;U,MW B9 . | compost shall be added to and mixed with topsoil backfill at the following rates: and removed.
| . ’ 9 No. SKJ m ] 5 No.HEP I Feathered trees - 40 litres
- 2 | ) Selected standards - 60 litres Managing Fertility
WILDFLOWER SEED MIXES - To be sown at a rate of 4g/M ' " = Q \ |\ | //// 7 5 No.LAV “ ‘ Heavy standards/Extra heavy standards - 80 litres Where there is species dominance or vigorous growth, carry out a second cut at the end of May to
- - \ N // 6 No.ESQ ‘ early June. The cut shall be to a height of 200-250mm to remove flower heads but retain most of the
EM1 - BaSIC General Purpose Meadow MIXture- \ /- \ * > FEL 493 775“; = FFL+93.400 - 3 FFL+93.400 7] — z_{ PLOT 15-6 No SS [ Stakes for trees stems. Remove all cuttings. After cutting, water thoroughly to encourage new growth. If this cut is
H H i H . +93. +93.. - = oY . | . X
www.wildseed.co.uk/product/mixtures/Basic-general-purpose-meadow-mixture : ~_ 7 _ 3 No.MALDOWA = froovrsse 0 6 No. HMW [ Stakes shall be peeled round softwood, pointed, minimum diameter 75mm. The stakes shall carried out the second cut of the year shall be undertaken during October.
| @ D Z, \t / Cottage Fé?ﬁs_ggi?e,,l [l be driven into the base of the tree pit prior to placing the tree and backfilling. Making good
FFL+91.5 ; ; i
‘ ///// % 2 7 \\\\\ ) 6 No.VD “ | git:ek;zdsr;?rl]lérr:”?seen.eral have a clear height above the finished ground level as follows unless Any defects such as sinkage, ponding, sparse germination or disease shall be made good
AMENITY GRASS SEED MIX - To be sown at a rate of SOQ/MZI D @ [ }///// B No.BCO 5 No.EEG [ Feathered trees - 750mm (1 stake) and re-seeded all as above.
- - \Q\ 7 i ) H Selected standards - 900mm (2 stakes)
A22 - Hard Wearing, Low Maintenance @ : S 7 | / .
s . == ) Heavy standards/Extra heavy standards - 1200mm (2 stakes)
' ' ' O - = The stake shall be | h to drive until they hold the tree firmly without rocki
www.germinalamenity.com/a22-low-maintenance 2 == e stake shall be long enough to drive until they hold the tree firmly without rocking.
—
D ) — [ .
. . . . \: 23 No. CORAV —== ~— / Tree ties
Available from Germinal GB Ltd. Tel: 01522 868714 (or similar approved) ’ /I ‘\\\ DDD EEl 37 No. CRAMON Z §\\\\ bLOT 15718 Ties for trees shall be the environmentally friendly ‘NATURETIE' tree ties sourced through
A 14 No.ILEA / ‘\\ llgzp/zggﬁ } )7 — 6 No.EEG Green-tech, or other equal and approved. Ties shall not be over tight on the tree stems. Ties
10 No.ROSAR Cottage Flats Type 1 5 No.HMW available from Green-tech, F_{abbit Hill Business Park, Great North Road, Arkendale,
1 No.SJR 10 No.ROSCA \\\\ || ///// FFL+91305 N"O 'VD HGS5 OFF. There shall be a tie per stake.
’ PLOT 33 QA /// 83 \J :
1 7= 7 No.SKJ Planting of
3B5P House 5 . g of trees
2 z/ °q 5 No.HEP ) The tree shall be set upright and at the same depth as grown in the nursery, the roots shall
PLOT 31 ZBP:;):juse S‘ 6 NO. LAV 4 be spread out (bareroot) and the soil followed by compost topsoil mixture, backfilled.
0. Backfilling should be done to ensure close contact between roots and by firming in layers
3B5P House =~ 9 y g in lay
2 } . The soil shall be left level and tidy, any subsoil clods, bricks or stones over 50mm
\\\ 7 No.ESQ (bareroot) ) :
\\h////// / ‘ \ No.SS arising, collected and carted off site.
\\\\‘\l l//// \\\“\\ //// l PLOT 16- 0.
N Z | PLOT 1524 5 No.HMW
\\\“ /// D / 152p/2Eap Mulching
= = = = / Cottage Flats Type 1 A 75mm compacted layer of medium grade pulverised bark, with a particle size of not more
= 0///. ‘_;, = FFL +91.500 7 No.VD than 100mm and containing no more than 10% fines, shall be spread to form a continuous
= =, ~ ~ layer covering the whole of the bed, or in the case of standard trees within grass shall be in
Ny Z, > NN 4 No.BCO 5 No.EEG . bed, ,
. 25 No. RAV % ' % \\\ B \ . the form of a circle of 600mm diameter around the base of the tree. Whips and transplants
48 Ng g(F\)’AMON /%/ %\\\ ////M ‘\\\% < / 41 No.BS shall be mulched in the form of a 300mm diameter circle around the base of the tree. Where
15N . ILEA ///M ‘\\\ ‘ trees are planted within grass a circular hemp mulch mat is required beneath the layer of
18 NO- ROSAR \ mulch at the diameters stated above, secured with fixing pegs. The tree pit surface shall be
0. big as possible.
6 No.BCO as big as p
: 10 No.ROSCA i V :
. PLOT 21-22
N __ U 122 14 No.BS Planting of Bulbs
= 1B2P/2B3P |
\ = ? Cottage FI/a_ts Type 4 Bulbs shall not be _allowec_J to dry out anq shall be_freg of pests, c_Jiseases and fungu;. _Bulbs
w FFL391.500 7 No.VD | should be planted immediately upon delivery to site, if stored, this shall be for the minimum

o period in a dark, well-ventilated, protected area at 18-21 degrees Celsius. Certificates of

9 purchase shall be provided upon inspection. Bulbs are to be planted, according to species
2 No.PAM ] y 2 HO' EE\(/B and in the areas shown on the soft landscape plan. Where planting is required 'in drifts’,
l 0. bulbs are to be scattered randomly over the allocated area and planted where they fall at the
PLOT 25-26 PLOT 23-24 depth stated and shall be in contact with the soil at the base of the hole. The hole shall be
. PLOT 27-28 182P/283P~ S 1B2P/2B3P backfilled with topsoil and lightly firmed in place. If bulbs are to be planted into existing turf
PLOT 29-30 1B2P/2B3P Cottage Flats Type 1\ Cottage Flats Type 4 / areas, turf it to be neatly removed and replaced after planting and re-firmed.
1B2P/2B3P Cottage Flats Type 1 FFL+92.925 @j \ FFL £91.500
Cottage Flats Type 3 FFL+93.075 -
(_FFL+93.075 ] — TURFING
L 5 7
3 No.HEP @ " . tivati
4N §(J Soil preparation and cu tlvatlon.
-3 No.HMW 0. All areas to be turfed shall be cultivated to a depth of at least 100mm, all weeds, stones and
\ 19 4N E'EG ‘ refuse larger than 50mm shall be removed to Contractor's tip, and shall be brought to a fine
. 2 No PAM 0. 32 No.FS tilth. Allow for hand cultivation where machine work is not possible.
— Turf
\ \ /// g —6 No. HMW Turf shall be extra-quality meadow turf and shall comply to BS 3969: 1998 +A1: 2013 and
/ k\\ / - N shall be laid in accordance with BS 4428: 1998, section 6, Turfing. The Contractor shall
\\\\h ///// \\ /// 6 No.SS supply a sample of the turf he proposed to use for approval of the Landscape Architect and
— — = p ] oK 9 shall ensure that all turves are similar to the approved sample. The Contractor shall inform
= p II; | = i i~ | L the Landscape Architect of the location of the supply, so that turf can be inspected prior to
= — - = = — ) N lifting.
= = = L 3No.HMW 98 No.FS g - .
= RN 2 N Fro__ —X|~=—=5No.BCO" . [
“ 2 35No.FS | Y{L——2No.PFF > — CANo AN T~ Season
// \ 3 No.BCO — —J o - J’ ' \ Turf shall be laid when weather and soil conditions are suitable and, where possible,
- ’ ™~ preference should be given to autumn and early winter operations. No turf shall be laid in
2 4 No. A{‘J/V 10 No.EEG - — 3 No.SKJ ™~ “ exceptionally dry or frosty weather or in other unsuitable weather conditions.

Delivery and stacking

KEY] e e ) N\ 2 7 43NoFs 9No.HH — / - ‘ AN

- — 1\ E I VA S o S | / -1 = For large areas, turf shall be delivered at appropriate intervals throughout the work so as to
\L\‘\hlll//// — D —F / " | \ 3 NO- LAV/ —4 NO. CAB avoid stacking for long periods.

N\ |

{ /\ . _ — Laying
T N—,3No.LAV_ A No turf shall be laid until the soil preparation has been satisfactorily completed by being
N brought to an even tilth and firmness. Turves from the stack shall be wheeled to turf layers on
planks laid closely side by side. Adequate timber planks shall be used to support operatives
and barrows, and provide access. The turves shall be laid in consecutive rows with broken
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joints (stretcher bond), closely butted and to the correct levels. The turf shall be laid off
S O\ — planks working over turves previously laid. Where necessary, the turves shall be lightly and Replan 13.11.25 NC D
S / | - evenly firmed with wooden beaters, the bottom of the beaters being frequently scraped clean
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/ | | of accumulated soil or mud. A dressing of finely sifted topsoil shall be applied and well

brushed into the joints. Any inequalities in finished levels owing to variation in turf thickness Amends to latest layout 01.07.24 4w c

or uneven consolidation of soil shall be adjusted by raking and/or packing fine soil under the
turf. A roller shall not be used. The finished levels of the turf shall conform to the levels
indicated, allowing for final settlement. Turf edges and margins shall be laid with whole

HEDGE PLANTING

Amends to planting to increase BNG 16.10.23 DDB (B

turves. Turves adjoining buildings, walls or fences shall be taken to the face of the structure,

giving complete soil cover Amendments to latest layout & tree root 16.10.23 DDB | A

barriers added.
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Laying around trees

Turf shall not be laid to within 300mm of any tree trunk. ©Copyright reserved

Watering

The Contractor shall be responsible for the replacement of any scorched turf. All necessary
watering shall be carried out with sprinklers or oscillating sprays so as not to wash soil out of
joints. If shrinkage occurs and the joints open, fine topsoil shall be brushed in and well
watered.

NATIVE HEDGE PLANTING
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MAINTENANCE

All maintenance to be carried out up to handover to the adopting authority/ householder from
the date of planting and turfing to ensure successful establishment. All dead, diseased,
damaged plants must be replaced during this time unless the local Planning Authority states,
in writing, any variation to this.
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Weeding
All beds to be kept weed free by hand weeding. Beds to be forked over as necessary to keep
soil loose to approved cambers with no hollows.

TU RF Pruning

At appropriate time, prune plants to remove dead, dying or diseased wood and suckers to
(CLOSE MOWN)

promote healthy growth and natural shape.
-256m2 Watering
The Contractor shall ensure that sufficient water is applied to maintain healthy growth.

Landscape Architecture
Arboriculture

Litter
Site to be kept free of litter.

Trevor Bridge Associates Ltd
Ashton Old Baths
Stamford Street West
Ashton-under-Lyne

Lancs OL6 7FW

A22 GRASS SEED
(CLOSE MOWN)
-342m2

Grass cutting

The initial cut shall be carried out when first growth is apparent, blades set 20mm above
ground. The Contractor shall continue cutting at appropriate intervals during the growing
season and maintain 40mm high sward until grass areas are handed over. Watering,
weeding, cutting, repair of all erosion and settlement and re-seeding as necessary to
establish a uniform and healthy stand of grass shall continue until handover to the
householder.

Tel: 0161-804 2099
E-mail: info@trevorbridge.co.uk
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