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WALL IN THIS LOCATION TO 
SPAN OVER TREES, NO 
POSTS TO BE PERMITTED IN 
THIS LOCATION

BEDROCK IS WEATHERED SANDSTONE.

DEPTH OF BEDROCK APPROX. 2.8m FROM EXISTING LEVEL.

FR
O

M
 1.5m

 TO
 2.8m

 D
EPTH

D
EPTH

 O
F BED

RO
C

K APPR
O

X.

DEPTH OF BEDROCK APPROX. 2.7m TO 2.9m FROM EXISTING LEVEL. BEDROCK IS COAL MEASURES.

EXISTING LEVEL AROUND PLOT 6. BEDROCK IS WEATHERED SANDSTONE.

DEPTH TO BEDROCK APPROX. 2m FROM EXISTING LEVEL REDUCING TO 1.5m FROM

EXISTING LEVEL IS W
EATHERED SANDSTONE.

DEPTH TO BEDROCK APPRO
X. 1.8m

 FRO
M

WALL TO SPECIALIST DESIGN

DEPTH TO BEDROCK APPROX. 1.8m FROM EXISTING LEVEL IS WEATHERED SANDSTONE.

IN THE DIRECTION OF THE BECK. BEDROCK IS COAL MEASURES.

DEPTH TO BEDROCK ASSUMED TO BE 1.8m VARYING TO 2.8m

BEDROCK IS COAL MEASURES.

DEPTH OF BEDROCK APPROX. 2.7-2.9m FROM EXISTING LEVEL

RETAINED WALL HEIGHT TO BE CONFIRMED

MAX. POST SPACING TO BE 6m.
MAX. RETAINED HEIGHT 5m 
POSTS HERE TO BE 
UKB686x254x140 WITH 250-300mm 
THICK PRECAST PANELS

MAX. 3000mm

PRECAST PANEL (SPECIFICATION T.B.C.)

NEW UC305x305x118 POSTS. AT 
MAX. 3.0m CENTRES WITH 5.0m 
EMBEDMENT WITH 600mm 
CONCRETE SURROUND BELOW 
GROUND LEVEL. PRECAST PANEL 
FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.

UC30
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30
5x
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8 

UC30
5x

30
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11
8 

NEW UC305x305x118 POSTS. AT 
MAX. 3.0m CENTRES WITH 5.0m 
EMBEDMENT WITH 600mm 
CONCRETE SURROUND BELOW 
GROUND LEVEL. PRECAST PANEL 
FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.
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GL
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UC20
3x

20
3x

46
 

MAX. 3000mm

PRECAST PANEL (SPECIFICATION T.B.C.)

NEW UC203x203x46 POSTS. AT MAX. 
3.0m CENTRES WITH 2.0m 
EMBEDMENT WITH 600mm 
CONCRETE SURROUND BELOW 
GROUND LEVEL. PRECAST PANEL 
FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.

UC20
3x

20
3x

46
 

NEW UC203x203x46 POSTS. AT MAX. 
3.0m CENTRES WITH 2.0m EMBEDMENT 
WITH 600mm CONCRETE SURROUND 
BELOW GROUND LEVEL. PRECAST 
PANEL FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.

PRECAST PANELS 
TBC

600

M
AX

. 2
.0

m

GL

GL

M
IN

. 2
.0

m NEW UC254x254x73 POSTS. AT 
MAX. 3.0m CENTRES WITH 4.0m 
EMBEDMENT WITH 600mm 
CONCRETE SURROUND BELOW 
GROUND LEVEL. PRECAST PANEL 
FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.
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MAX. 3000mm

PRECAST PANEL (SPECIFICATION T.B.C.)

NEW UC254x254x73 POSTS. AT MAX. 
3.0m CENTRES WITH 4.0m 
EMBEDMENT WITH 600mm 
CONCRETE SURROUND BELOW 
GROUND LEVEL. PRECAST PANEL 
FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.
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25
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WALL 1
KINGPOST MAX. 2.0m RETAINED HEIGHT

WALL 2
KINGPOST MAX. 4.0m RETAINED HEIGHT

LEGEND:

WALL 3
KINGPOST MAX. 5.0m RETAINED HEIGHT

WALL 4
KINGPOST MAX. 5.0m RETAINED HEIGHT

MAX. 6000mm

PRECAST PANEL (SPECIFICATION T.B.C.)

NEW UKB686x254x140 POSTS. AT 
MAX. 6.0m CENTRES WITH 5.0m 
EMBEDMENT WITH 650x1100mm 
CONCRETE SURROUND BELOW 
GROUND LEVEL. PRECAST PANEL 
FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.
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00
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NEW UKB686x254x140 POSTS. AT 
MAX. 6.0m CENTRES WITH 5.0m 
EMBEDMENT WITH 650x1100mm 
CONCRETE SURROUND BELOW 
GROUND LEVEL. PRECAST PANEL 
FIXED IN ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS. 
STEEL TO BE FULLY GALVANISED.
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Retaining Wall Layout & Sections
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FOR INFORMAITON

Wordsworth Properties

NOTE:
DIMENSIONS, LEVELS AND SET OUT TO 
ARCHITECTS DETAILS

1 : 250

RETAININING WALL LAYOUT

1 : 25

WALL TYPE 3 - MAX. 5.0m RETAINING
KINGPOST WALL PLAN

1 : 25

WALL TYPE 3 - MAX. 5.0m RETAINING
KINGPOST WALL SECTION

+/- 2.750m

1 : 25

WALL TYPE 1 - MAX. 2.0m RETAINING
KINGPOST WALL PLAN

1 : 25

WALL TYPE 1 - MAX. 2.0m RETAINING
KINGPOST WALL SECTION

1 : 25

WALL TYPE 2 - MAX. 4.0m RETAINING
KINGPOST WALL SECTION

NOTE:
REFER TO DRAWING 1002 FOR 
ELEVATIONS

1 : 25

WALL TYPE 2 - MAX. 4.0m RETAINING
KINGPOST WALL PLAN

NOTE:
BEDROCK LEVELS TAKEN FROM 
GROUND INVESTIGATION AND 
ESTIMATED BASED ON TRIAL PITS. 
ACTUAL BEDROCK DEPTHS MAY VARY 
ON SITE FROM THE PROVIDED LEVELS.

P01 FIRST ISSUE. 01.08.24 TW
P02 GABION DESIGN OPTION OMITTED. 21.10.24 TW
P03 BEDROCK INDICATED ON PLAN & ELEVATIONS. 26.11.24 TW
P04 UPDATED TO SUIT REVISED WALL LOCATION. 15.09.26 AMP

1 : 25

WALL TYPE 4 - MAX. 5.0m RETAINING
KINGPOST WALL PLAN

1 : 25

WALL TYPE 4 - MAX. 5.0m RETAINING
KINGPOST WALL SECTION


