2.4m TALL WELD MESH 'PALADIN'
OR SIMILAR APPROVED
FENCING. POWDER COATED
COLOUR TO BE BLACK RAL 9005
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TYPICAL WELDMESH DOUBLE SWING GATE
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TYPICAL WELDMESH PERSONNEL SWING GATE
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ATTENUATION BASIN

RECTANGULAR BEAM TO BE FITTED WITH
RUBBER ANTI IMPACT PROFILE AND HAVE
RED HATCHING. OPTIONAL REFLECTIVE
STICKERS TO CLIENTS REQUIREMENTS.
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5000m TO BE SIDE CHECKED
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POST TO SUPPORT BEAM FOR
LONG SPANS, FURTHER TO
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PROPOSED 2.4M WELDMESH FENCING

WINGING GATE

PROPOSED 2.4M WELDMESH MANUEL

GATE

PROPOSED 2.4M MANUEL PEDESTRIAN

AMPR

PROPOSED RAISED ARM BARRIERS WITH

SWINGING GATE

PROPOSED 2.4M WELDMESH MANUEL

NOTE:

ENSURE GATES ARE SITE
MEASURED BEFORE ORDER IS
PLACED FOR MANUFACTURE

MOTOR BOX TO BE MECHANICALLY SERVICE
MOUNTED TO A CONCRETE FOUNDATION WITH
A BASE BASE PLATE TO MANUFACTURES
REQUIREMENTS

TYPICAL RAISED ARM BARRIER DETAIL

SCALE 1:20

Notes:

This drawing is the sole copyright of KPP Architects Ltd and reproduction
in any form is forbidden unless permission is obtained in writing.

Do not scale from this drawing. Any descrepancies on site should be

brought to the attention of KPP Architects Ltd.

Work and materials must comply with the current Building Regulations

and

Codes of Practice and be read in conjunction with building specifications
and other sub-contractors information. All materials are to be installed in
strict accordance with the recommendations of the manufacturers.
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