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Proposed Upper Ground
Floor Site Layout

3060(0-)102

PCC of Huddersfield Parish Church

Phase II, Internal Reordering Proposals & Fabric
Repairs, St Peters Chuch, Huddersfield.
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Crossing formed in smooth
stone cobbles to marry with

existing levels.

Dished stone drainage
channel with fall to gully.

Line of existing combined drainage run,
previously subject to high pressure jet clean as
part of previous scheme. Jet clean carried out
by Principal Drainage Services Ltd, Sep 2014.

New foul drainage connected to existing
combined sewer to B.I. approval.

New inspection chamber constructed in
place of existing rodding eye.

2 No. inner toilets fitted with
macerator pump systems to
stub stack on external wall.

Leaderflush Intergrated door
sets Pivette folding door.

Existing stone paving
gradient adjusted to

suit proposals.

Openings formed in existing
stone walls to form new site

entrance.
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Note:

This drawing has been prepared based upon topographical
survey information produced by Kirklees Metropolitan Council
and is to be read in conjunction with their record drawings.

Altar

LC wI (S4)

LC sIV (S3) LC sIII (S2) LC sII (S1)

UGF/D01

UGF/W01

UGF/D02

EX/D01

EX/W01

EX/D02

EX/W02

UGF/D04

UGF/D05 UGF/D03

UGF/D06

UGF/D07

Entrance Lobby

Lobby
up

up

up

up

up

Staircase

Install donations
box to later design

Access
wc

up

up

up

up

up

up

up

up

up

15 14

13 12 11 10

9 8

7 6 5 4 3

2 1
Table

memorial

123456789101112131415

1 2 3 4 5 6 7 8

+84.820

+84.600

84.370+

84.350+ +84.100

ramp
up

ramp
up

ramp
up

84.105+

up

up

up

+84.820

Table memorial
relocated

Existing
light well

Relocated memorial stones Relocated memorial stones

Existing memorial stones
to be relocated.

Existing memorial stones
to be relocated.

New York stone
paving footpath.

Hatched area indicates
extent of new

140x140mm stone setts.

York stone paving.

Existing
path

Existing
path

Existing
path

New York stone
paving footpath.

2 No. cycle
stands.

Existing footpath line
modified to suit proposals,
existing stone paving to be

relaid as necessary.

4 No. parking
spaces

Resin bound gravel
hardstanding to
cycle stands.

up up
New stone steps
and York stone
paving footpath.

Existing
path

Existing
path

up Grass area

Grass area

Grass area

York stone paving.

New vehicular
access with low
level sliding gate.

Stone walls and copings.

Space for stage area
(music event stage)

Flexible meeting /
community space.

York stone
paving

textured
finish.

G
ar

de
n 

pl
an

tin
g

Existing footpath line
modified to suit proposals,
existing stone paving to be

relaid as necessary.

Hatched area indicates
extent of new

140x140mm stone setts.

New
gully

Welcome / information

Existing
light well

30 min fire rated
screens and doors.

ramp
up

up

up

svp

rwp rwp svp rwp

rwp

rwp

Lift

Existing lamp
post retained.

Existing lamp
post retained.

+83.880

+83.880

+84.000

+83.990

84.025+

83.550+

83.515+

+84.100

+83.300

+83.300

83.550+

+83.420

83.615+

82.900+

82.965+

New
gully

82.920+

Contrasting colour permeable resin bound
gravel to parking areas. The Yorkshire

Resin Co Ltd colour : Brittney Pea.

82.900+ +80.233

82.965+ +83.090

+83.050

83.000+

83.300+

New IC
IL 82.115New surface water drainage connected to

existing combined sewer to B.I. approval.

81.640+

svp

30 min fire rated door.

Existing fire
escape.

Fire escape
route.

Fire escape
route.

Existing fire
escape.

Existing fire
escape.

New fire escape
route.

Fire escape
route.

Existing fire
escape.

Fire escape route.

Grass area

900
Drop
kerb

900
Drop
kerb

Edgings to
drop each side

1800
Drop
kerb

Edgings to
drop each side

900
Drop
kerb

e e

c c

g

g

e e

d

d

d

d

e e

c c

e e
h h

h h

b

b

b

b

b

b

b

b

b b

n

n

a

a

f f

f f

f f

f f

f f

c

c

c c

c

c

kk
kk

u

u

n

n

c

c

t t

m m

s s

p p

Existing tree to
be retained.

Existing tree to
be retained.

Existing tree to
be retained.

v

v

Resin bound gravel permeable
road surface. The Yorkshire Resin

Co Ltd colour : Dorset Gold.

4 No. parking
spaces

Low level s.s.
sign to disabled
parking space.

Low level s.s.
sign to disabled
parking space.

r r

Stone block demarkation
T to parking spaces.

Stone block demarkation
T to parking spaces.

up

Existing grassed area
to be regraded to suit

proposals.

c

c

c

c

h

h

Note:
All external works to be

constructed under 1
phase of works.

Junction strip
between different

gravel types.

Resin bound gravel permeable
road surface. The Yorkshire Resin

Co Ltd colour : Dorset Gold.
Resin bound gravel permeable

road surface. The Yorkshire Resin
Co Ltd colour : Dorset Gold.

Contrasting colour permeable resin bound
gravel to parking areas. The Yorkshire

Resin Co Ltd colour : Brittney Pea.

Colour : Brittney Pea.

Grass area Grass area

wc

wc

New IC

+83.300

Natural dry stone walling to each side
of steps, stone type and coursing to
match existing with flat stone coping.

New
gully

New
gully

New
gully

New gully
and stone
channel

+84.700

New IC
IL 82.395New IC

IL 82.600

Proposed Upper Ground Floor Plan & Site Layout 1:100

November 2018

1:100

A  C  C  E  S  S     F  O  R     A  L  L
&      W   E   L   C   O   M   E

A Proposed floor plan revised to
indicate latest proposals for
Building Regs application.

20.02.19

D

External works scheme updated,
Detail references added, Finishes
and general notes updated.

B 28.03.19

Beech hedge added between new
car parking and existing park area.

C 14.05.19

Internal layout to wc facilities and
associated drainage layout revised.
Car park drainage layout revised.
Beech hedge omitted. General
notes added.

D 25.07.19
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