
Title Highway Asset Management Performance Indicators - Network Sustainability - minimising costs over time, maximising value

Title to the community, maximising environmental contribution - 2020/21.

Introduction Performance is continually measured to monitor our progress at achieving our aims to drive continuous improvement.

Introduction The table below sets out the Performance Indicators which are used to measure progress against Highway Infrastructure Asset Management 

Introduction standards. The indicators shown below are consistent with ours West Yorkshire neighbouring authorities to provide opportunities to share

Introduction success and learn from each other.

Reference Description 2016/17 2017/18 2018 /19 2019/20
end of June 

2019/20

end of 

September 

end of 

December 

end of March 

2020/21

2019/20 

Target
On Target

22 % of Street Lighting columns with LED lanterns 22.4% 46.2% 59.2% 64.3%
Measured 

annually

Measured 

annually

Measured 

annually
64.3% 60% Yes

23 % of UTMC Installations with LED lanterns 99% 99% 99% 99%
Measured 

annually

Measured 

annually

Measured 

annually
99% 99% Yes

24
Preventative Maintenance completed (in kilometres) as a %  of the total km's repaired as 

part of the Annual Works Programme
71% 78% 77% 70%

Measured 

annually

Measured 

annually

Measured 

annually
37% 83% Partially

25 Average energy used per street light in kWh 359 307 281 269.8
Measured 

annually

Measured 

annually

Measured 

annually
260.4 275 Yes


